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ABSTRACT

This report covers the design, analysis, manufacturing and
testing done during the last portion of Phase II, detail design,
and the first portion of Phase III, Fabrication, of the Advanced
Metallic Air Vehicle Structure (AMAVS) program. All drawings for
the wing carrythrough structure, simulated fuselage and test
fixture were completed and significant progress was made in
manufacturing each of these items.

A weight reduction effort was necessary in order to meet

the weight reduction goal for the wing carrythrough structure
after incorporation of the updated loads data. This effort has
been completed and was successful.

Delivery of material for manufacture of the wing carrythrough
structure is complete except for the 10 Ni steel for the upper
lugs.

Manufacturing processes successfully completed include flame
cutting of thick plates of 10 Ni steel and beta annealed 6AI-4V
titanium, Electron Beam (EB) welding of both of these materials,
Gas Tungsten Arc (GTA) welding of 10 Ni steel, machining of
10 Ni steel and 6AI-4V titanium and bonding of titanium sandwich
panels. Most tooling for detail parts is complete and the
assembly fixtures are complete.

Assembly of the simulated fuselage structure was started
and is scheduled for completion in July 1974. All of the test
fixture will be completed by December 1974.

Additional materials and component testing has been approved
as an addition to the original contract. Plans for these tests
have been made and some tests are being conducted. All materials
and component testing authorized by the original contract has been
completed.
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S E C T 1 O N I

I N T R O D U C T I O N

This interim report summarizes the accomplishments of the
Advanced Metallic Air Vehicle Structure Program from 16 December
1973 to 15 June 1974. This work is part of the Air Force's
Advanced Metallic Structures, Advanced Development Program.
It was performed under contract to the AFFDL by the Convair
Aerospace Division of General Dynamics at Fort Worth, Texas.

The six months covered by this report include the last
portion of Phase II, Detail Design, and the first portion of
Phase III, Fabrication. Tasks accomplished in Phase II were
reported in AFFDL-TR-74-17 dated January 1974 and included the
following significant items:

1. Revised production designs to incorporate the
latest updated loads and technical data from the baseline
airplane.

2. Completed production drawings for both the Fail Safe
Integral Lug (FSIL) and the "No-Box" Box (NBB) con-
figurations.

3. Selected the NBB 10 Nickel Steel (HYI80) configura-
tion for manufacture in Phase III.

All material necessary for the manufacture of the NBB has
been received except for the 3-inch-thick 10 Nickel steel plate
required for the upper lugs. This material is expected in July
1974.

Manufacturing Research and Development has accomplished
significant achievements in flame cutting of both 10 Nickel steel
and 6AI-4V beta annealed titanium, electron beam welding of 10
Nickel steel in thickness up to 1.8 inches, and in efficient
cutting, drilling and reaming of 10 Nickel steel.

Planning of the simulated fuselage and the NBB is substan-
tially complete. Tool design and manufacture is progressing in
accordance with the established production schedule. The lower
plate assembly fixture for manufacturing station number I is
complete and the assembly fixture for stations 2 through 5is in
work.

1-1



Detail part manufacture of the simulated fuselage is com-
plete and good progress is being made on NBB detail parts. The
10 Nickel steel lower plate and reinforcing lugs are complete.
The YF932 and YF992 10 Nickel steel bulkheads have been electron
beam (EB) and gas tungston arc (GTA) welded. All detail parts
are complete for the titanium sandwich lower plate panels. The
titanium drag brace fittings have been EB welded and are now
in final machining.

Assembly of the simulated fuselage has been started and
completion is expected in July 1974. Assembly of the NBB will
start in July 1974 and completion is scheduled for January 1975.

Good progress is being made in the manufacture of the test
fixture structure. The test fixture base and the wing sweep
actuator system are complete. The dummy main landing gears are
complete except for machining of two large castings. The dummy
wings for applying loads to the NBB are in final assembly.
The upper structure continues in work with completion scheduled
for November 1974. The loading system is in work and scheduled
for shipment with the test fixture base to Wright Patterson Air
Force Base in August 1974. Testing at WPAFB is scheduled to
start in April 1975.

1-2,
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SECTION 2

TECHNICAL DISCIPLINES PROGRESS

The progress made by the technical groups during the begin-
ning of Phase III, Manufacturing, is reported in this section.

2.1 ENGINEERING

The engineering functions progress for the period 16

December 1973 to 15 June 1974 is detailed below.

2.1.1 Structural Design

All production drawings for the "No-Box" Box wing carry
through structure were released for fabrication.

The overall assembly drawing for the "No-Box" Box, X7224001,
is shown in Figures 2.1.1-1 through 2.1.1-6. Component and
subassembly drawings except for the main landing gear and wing
sweep actuator fittings are shown in Report No. AFFDL-TR-74-17.
These fitting drawings are shown in this report.

2.1.1.1 Weight Reduction Activity

In mid-January, 1974, as the "No-Box" Box drawings were U
nearing completion, the weight of the WCTS was projected to be
approximately 13,500 lbs. This was 1000 pounds over the weight
shown at the end of Phase II and was considered to be unaccept-
able. As a result of this overweight condition, a weight reduct-
ion effort was initiated and resulted in the current weight status
shown in paragraph 2.1.2.9, a reduction of nearly 1000 pounds.

Forty-seven drawings were reviewed to determine potential
weight reductions. As a result of this review, thirty-five
changes were made to released drawings and weight reduction
changes were incorporated on six drawings prior to release.

The degree of weight reduction incorporated was influenced
by the cost impact. The major portion of the weight reduction
was achieved by reducing machined thicknesses in local areas.
Significant weight savings were realized by changing the side
load fitting and two gussets on the YF932 bulkhead from 10
Nickel steel to beta processed 6AI-4V titanium.

No changes were made to six of the drawings reviewed because

of excessive cost for the amount of the weight reduction possible.

2-1/2-2
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2.1.1.2 Main Landing Gear and Wing Sweep Actuator Fittings

All Main Landing Gear and the wing sweep actuator support
fittings are machined beta processed 6A1-4V titanium. The Main
Landing Gear drag strut and side brace fittings employ EB welding
of machined details.

These fittings are shown in the following figures: : 1
X7223901 Wing sweep actuator fitting detail Figure 2.1.1-7

3950 Wing sweep actuator fitting assy. Figure 2.1.1-8 .1-

3920 MLG side brace fitting assy. Figure 2.1.1-9
3930 MLG trunnion XF72  Figure 2.1.1-10
3932 MLG trunnion cap XF72  Figure 2.1.1-11
3931 MLG trunnion XF95.5 Figure 2.1.1-12
3941 MLG drag strut fitting Figure 2.1.1-13

2.1.2 Structural Analysis

2.1.2.1 General-

During the reporting period the following principal struc-
tural tasks were completed or were in work:

1. Updated analysis of the sweep actuator support 4
structure and the closure rib to reflect the
effects of frictional resistance to wing sweeping.

2. Assisted in identifying areas where potential 4
weight savings could be made and performed the
necessary analysis to assure that structural integrity
was maintained when designs were changed.

3. Completed sufficient stress analysis to allow
structural approval of all manufacturing drawings
for the NBB WCTS and simulated fuselage. ..

4. Provided stress data for fatigue and fracture
analysis.

5. Performed additional finite element analysis
for local areas and component parts in order to
determine more detailed stress and load distribu-

tions and/or critical buckling loads.
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6. Performed analysis of design changes which became
necessary during the manufacturing phase arising
from tooling requirements, physical interferences,
and discovery of areas where strengthening or other
design improvements were needed. This effort included
both the simulated fuselage and the WCTS.

7. Made substantial progress in preparing a finite element
model of the overall WCTS as released for manufacture.

8. Participated in planning for the full scale test
program including preliminary selection of strain
gage locations.

9. Prepared the preliminary test plan for the credible
option fastener evaluation test program and assisted
in planning the material and fatigue tests.

10. Provided structural manufacturing liaison as discrepant
manufactured parts were dispositioned.

11. Transferred information to AFFDL through formal status
reports, by transmittal of computer output data and
other material as it became available, and during
informal contacts.

12. Continued or initiated miscellaneous structural studies.

Except for a few items, the accomplishments represented a
continuation of tasks begun during Phase II. Since a description
of the Phase II tasks is to be found in AFFDL-TR-74-17, this report
will deal primarily with additions or changes that have occurred
since the preparation of TR-74-17. As noted therein, it is not
considered feasible to include the large amount of analysis, but
all pertinent preliminary analysis is in the contractor's files.

2.1.2.2 Design Loads

There have been no significant design load changes incorporated
into the structural analysis since those described in TR-74-17
except for those related to pivot friction effects resulting
from moving the wLng to various sweep positions. Incremental
sweep actuator loads and antirotation device loads were obtaLned
from AFFDL and RI during January and February 1974. A summary
of the values used along with wing sweep actuator loads derived
from wing pivot flight loads is shown in Table 2.1.2-1. Since
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the design was considered frozen at the time this data was
received, no further revisions were incorporated. RI criteria
specifies ultimate friction effects for combination with flight
loads on the wing sweep actuator support structures. On the
other hand, limit friction effects are specified for antirotation
device loads except for lg conditions where ultimate loads are
used throughout. The use of limit load on the antirotation
device accounts for the fact that some rotational restraint is
provided by a friction moment at the pin system - WCTS lug
interface.

2.1.2.3 Weight Reduction Support

An important part of the structures task was to review
the stress analysis data on hand to determine where excess
weight existed because of conservativisms or because of material
left in place for ease of manixfacture. Such areas were found on
all major components of the WCTS and as redesigns were made,
additional analysis was performed to assure that sufficient
strength remained after weight reduction changes were made.
Both manual and computer aided analyses were carried out during
the weight reduction effort. These analyses are discussed in
subsequent sections where pertinent. Copies of the preliminary
analysis were furnished to AFFDL.

2.1.2.4 Updating of Overall TN WCTS Math Model

Because of numerous changes made during the completion of

the design, including the effects of the weight reduction
effort, the NBB-4 series of models was no, longer representative
of the actual structure. Thus, work was begun on a new model
which would incorporate the geometry of the current WCTS as it
is being manufactured. The number of elements and nodes are
expected to increase somewhat, but the model will have essentially
the same grid fineness as the NBB'4 series with improvements
being made where feasible. All of the major components were
gridded. Element areas and thicknesses are in the process of
being determined. The panel point loads are being updated to
reflect the new node locations and the effects of wing sweeping
pivot friction. The basic procedure for determining a set of
balanced panel point loads is as described in AFFDL-TR-74-17,
Section 2 with modi5ications being made to allow inclusion of the
pivot friction effects on sweep actuator, pivot, and antirotation
device support point loads.
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2.1.2.5 NASTRAN Buckling Models

Numerous NASTRAN buckling models reprepeicing various major
structural components were run. Additional experience with the
procedure indicated that minimum eigenvalves could be missed
unless care was taken in specifying the range and number of
desired roots. Rerunning of upper lug models indicated that such
minimums had indeed been missed. For this reason and because
of changes made during the weight reduction program, final models
were run. The results are shown in Table 2.1.2-11.

2.1.2.6 Fine Grid Models

Fine grid models were used where appropriate to determine
more accurate internal loads and stress distributions.

Lower Lug Model

The first linear strain TLO model was run and the results
were used to obtain stresses and to obtain loads between the
layers of elements. The latter values were used to estimate
bolt loads for the reinforcing plate attach bolts. This model
was subsequently updated to represent the reduced weight design.
Two conditions were run, AS2000 and AS10000. Initial review of the
results indicated that the design is satisfactory. A sketch of
the grid arrangement is shown in Figure 2.1.2-1.

MLG Side Brace Fitting Model

As a result of the weight reduction program a more accurate
determination of internal loads for the titanium version of MLG
side brace fitting became necessary. Consequently, the fitting
was modeled with constant strain membrane elements. The inten-
tion was to use Convair frontal procedure UGO; however, because
of problems encountered in reducing the front to the limiting
value required by the program, the run was made with TN1.
Because of the complexity of the fitting, emphasis was placed on
developing a model with stiffnesses that would give reasonably
correct internal loads and redundant reactions. These values
were then used to manually compute stresses which were more
meaningful than those output by the program.

Miscellaneous Fine Grid Models

The following areas were also modeled:
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a. Upper forward outboard longeron to WCTS attach region.

b. Lower forward outboard longeron to WCTS region.

c. YF932 and YF992 bulkhead upper flanges at XF84 and XF39 .

The bulkhead models were run to ascertain the magnitude of
the flange bending stresses developed as the loads in the
outstanding flanges changed direction and to obtain loads for

analyzing support structure added to alleviate the flange bending
stresses.

Convair procedure TE7, which includes constant stress plate
and membrane elements, was used for the first two models.
NASTRAN was used for the latter models so that both buckling and
stress analysis could be accomplished.

2.1.2.7 Drawing Analysis

Preliminary stress analysis of all WCTS, simulated fuselage,
and miscellaneous full scale test parts was completed. Local
areas which were affected by wing pivot friction loads acting in
combination with other flight loads were reanalyzed and required
changes determined. Design changes were analyzed on a progressive
basis as the manufacturing phase began and such changes became
necessary.

2.1.2.8 Full Scale Test Support

Based on a review of the probable critical regions of the
WCTS and in coordination with the fracture and fatigue group,
preliminary strain gage locations were selected. These gages
required 450 channels. The purposes of the gages are to determine
stress distributions and to monitor the structure during the test i
to detect actual or impending failures.

2.1.2.9 Current Weight Status

The WCTS current weight status is shown in Table 2.1.2-111.
This weight is based on nominal dimensions (mid-point of
tolerance range) and shows a 9.08% reduction from the baseline
weight of 13764 pounds. Analysis and additional checking of the
detail weight calculations is continuing, especially with regard
to the miscellaneous category.
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Table 2.1.2-111

GrttEA IY1411,1cs COI-VAIR. ArvCSFACE CIVISIO4 ,OPT frOOTt ODECA'rION
6630 PFO^Z-CLP Rl'( FiRO LEM OC546~5-38 04/29/74 PAGE 0113

N4O-90OX 3CX (,,jj)-A 'VA*:CE MI:TALLI^Z WIWG CADRY THU? STRUCTUIE
DESIGN GRCUF 6'. TOTAL

VVEIGhT SUMMARY

1±9 84 - 19 0 -84 TOTAL
STUCURLOUTBCARD) Ir4TE~mOTE CENTER SI:WCTURE

STRCTRA -CY2412.6 3094.6 3649.1 917 6. 4
LOWER CLATE 1008.3 1069.5 891.4 295q.2

COVER 0.0 1069.5 891.4 1959.9
LUGS 1008.3 g.0 0.0 1J33311

UPPER FLATS 744.r, '9eto 4#01.4 2114.1
CO VEz. 0.0 968.2 401.4 :1369. 4
LUr.S 744.6 13.0 0.0 744o6

BULI(9-AIS 20.6 b92.1. 1623.0 2335.6
93? qUL'(I-A-1 0.g 404.2 758.2 1162.4

(947 I3UL'<rtA: 0.0 0.0 161.F 161.F'
96? 9ULwI-E A!. 0.0 0.0 0.0 0.0
977 nULK' 4r'I 0.3 0.0 0.0 as.0
992 IUL'(I-CAI 2 0. A 287.9 703.1 1011.6

RIeS 452.5 233.5 505.6 1231.6
0 -U~T LINE 0.0 0.0 187.5 197. 5

14 *TLINE 0.0 233.5 0,10 233.5
1202 nUTTLIKNE 492.5 0.3 3,to 492o5

MlISCELLAKE3US ±F66.7 13166 227.7 '52 5.#9I
&IMELLANFOUS 166.7 131.6 227.7 525.9

FITTINGS 1543.0 51191 8813.7 2939o8
VxF72 7=UK'NIC% 0.0 0.0 169.1 169.1

.F95 7i'IIr 0.0 113.7 0.0 113.7

992 !10lE 2RACE 0.0 2.0 182. 8 182.8

*#I:,G SWFEEC' ACT 0.0 362.0 0.0 ;6 2. 0
PI N/SHF AR/ II IC 1433.5 0.0 0.0a 1433.5
XF9 LC-4 r7F' W;: 0.0 0.0 3108 35. 8
LONGEkON L01i"! 0.0 35o14 0* 35.;*4
LONG~rPON UOFFR 40.0 0.0 0. 0 41.0
LONG!RO!J 25 IEG 0.0 goo 143.0 1'41.0
LGN'GFO~k) ?ORSML 0.00 0.0 ±85.0 185.0
LUG rI'4 69.6 3.0 0.0 69.6

SLPTOTAL 3975,6 3605.7 4534.8 12116.1
iiISCILL'.FCUS 22.3 143.3 233. 0 393.6

ASU',TQO
t~L 22.3 14.3o3 23.3.0 398.6

LpE; FAI-'I\r 11.2 tot.,; 0. 0 112.5

EXTET1 FTNIS-i 1.2 *1 5- 1 7.4~
FI.Lf T 0.0 .00 15. 0 15.0

Pi~VTrs iIiC? yll 0.0 0.3 2.0 2.0

(V. :-LC00 0.3 20- C 203.0
1. 0.1 do.0 0.0

3911-.11 3749.1 4767.8 12514.7
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A number of detail parts have been weighed. The earlier
parts weighed were parts of welded assemblies which witt be
subsequently machined. These weights are not being reported in
actual weights.

One hundred detail parts have been weighed for the box
assembly. The cumulative weights for these parts is 2958.8
pounds calculated and 2986.8 pounds actual. This is less than
one percent weight growth calculated to actual. Two of these
parts are of particular interest in comparing actual weight-to-
calculated-weight since they were machined on numerically control-
led machines.

The lower plate, X7224175-7, weighed 2446.5 pounds when it
was removed from machine. The reported weight is 2436.7 pounds for
this part. This indicates a 9.8 pound overweight condition;
however, hand finish work and deburring are in progress. The
actual weight will be revised when this work is complete.

The lower plate bonded assembly skin, X7224173-7, which Was the
first numerical controlled machined part, was weighed at 124.1
pounds. This is 4.7 pounds under the reported weight of 128.8
pounds, about 3%.

2.1.2.10 Credible Option Weight Impact

The Air Force statement of work for the credible option
program requires that the weight impacts of the interface
changes and the gross weight increase be evaluated separately.
The following data shows those impacts for the NBB configuration:

The interface changes/load condition update affected the
weight of the WCTS as follows:

(1) Wing intrusion elimination altered the interface
loads between the WCTS and the fuselage. Outboard
longeron loads were increased.

(2) A new aft-sweep condition (160337) produced about 147.
greater torsion loads at the wing pivot.

(3) Revised fairing support requirements dictated the
use of a lug rib (X7224005) which was not previously
required.
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A finite element analysis of the WCTS was made for the
interface loads resulting from the above changes and a
required weight was obtained from this analysis. The
same model was run for the interface loads for the cri-
tical aft-s.'-ep condition prior to the credible option changes
and a requirea weight was obtained. The weight required
by the new loads was 336 pounds greater than that required
for the previous loads. This data is shown on pages 2-129
and 2-130 of AFFDL-TR-74-17.

The weight of %-he lug rib required to support the fairingloads is 69.6 pounds. This weight is shown in the current
weight status, Table 2.1.2-111.

The impact of the 10% gross weight increase is determined
from the current weight status by assigning an impact factor
to each major structural component as shown below. Structures
designed by fatigue requirements are not affected by the gross
weight increase in accordance with the fatigue analysis pro-
cedures for the credible option task.

The lower plate and lugs are designed primarily by fatigue
requirements. An impact factor of 1% is adopted to account for
some local stability requirements and the effect of net section
losses in some areas where larger fasteners are needed to meet
static load requirements.

Bulkhead and rib structures are designed by fatigue require-
ments in the lower portions and by stability and static strength
requirements in the upper portions. An average impact factor
of 5% (midway between zero for fatigue areas and the full 10%
load increase) is used for this structure.

The upper cover and lug structure is designed primarily by
stability considerations. A factor of 7% is used in recog-
nition of the fact that some increase in the allowable stress
will result from the thickness increases so that a full 10%
penalty is not required.

The MLG fittings, wing sweep actuator fittings and longeron
fittings are designed by a combination of static and fatigue
requirements. In general, it was not necessary to increase the
thickness of the flanges which attach to the WCTS. An impact
factor of 4% is used for these fittings.

The structural box miscellaneous weight category consists
primarily of fasteners. Since many of these fastener sizes are
based on uniformity of fastener sizes used in a particular joint,
an impact factor of 3% is used to account for local size increases.

2-38



"747

CURRENT IMPACT WEIGHT
ITEM WEIGHT (LB) FACTOR IMPACT (LB)

LOWER PLATE 2969.2 .01 29.7
UPPER PLATE 2114.1 .07 148.0
BULKHEAD 2335.6 .05 116.8
RIBS 1231.6 .05 61.6
FITTINGS 1073.0 .04 42.9
MISCELLANEOUS 525.9 .03 15.8
TOTAL IMPACT (GROSS WEIGHT INCREASE) 414.8

In summary, the weight impact on the NBB WCTS of the
Credible Option update is:

Interface Changes 405.6 lb.
Gross Weight Change 414.8 lb.
Total Impact 820.4 lb.

Similar data is shown for the FSIL configuration on page
2-260 of AFFDL-TR-74-17.

2.1.3 Fatigue and Fracture Analysis

The fatigue and fracture analysis tasks during this report-
ing period were directed toward completion of the detail design
phase, drawing sign-out, and implementation of the fracture con-
trol plan. In addition, significant contributions were made to
the test plan for the full scale test program and to the test
plans for the credible option test programs. Preliminary versions
of each of the test plans have been published up.,.ir separate
covers: FZS-219, (Full-Scale Test Program), FZ&-1999 Addendum
I (Material Tests) and FZM-6054 Addendum I (Fastener Tests).

A final version of the fracture critical parts list was
distributed. This list, shown in Figure 2.1.3-1, identifies
parts at the detail level.

Fracture control requirements applicable at the assembly
level (e.g. traceability and planning approval) are specified by
the following drawing callout:

-XX contains Fracture Critical details. Retain original
detail material traceability numbers in accordance with
X7224199.

2-39



K7224012-7 Blank Plate, Pivot Lug-Upper, Wing
Carrythrough

4031-7/-8 Web, Closure Rib - Outboard
4032-7/-8/-9/-10 Support, Actuator Fitting-Outboard

Closure Rib
4061-7 Web, YF992 Bulkhead-Inboard, Assy. of
4073-7/-8 Cap, Bulkhead-YF992, Lower Outboard
4074-7 Cap, Bulkhead-YF992 Upper Outboard
4075-7/-8 Web, Bulkhead-YF992, Outboard
4082-7/-8 Bulkhead Panel-Center, YF932, Assy. of
4083-7/-8 Bulkhead Panel-Outb'd, YF932 , Assy. of
4085-7/-8 Gusset, YF932 Bulkhead
4093-7/F-8 Cap, Lower Outbd-Bulkhead

4095-7/-8 Web, Outb'd-Bulkhead YF932
4172-7/-8 Panel, Lower-XF39 to XF84, Assy. of
4173-7 Web, Lower Plate-Center, Wing Carry-

through, Assy. of
4175-7 Pivot Lug-Lower Wing Carrythrough
4175-7/-8/-9/-10 Reinforcement-Pivot Lug, Lower
4181-7/-A Beam, YF947-MLG Drag Brace, Wing

Carrythrough

X7223901-9/-10 Support Fitting-Wing Sweep Actuator
3921-7/-8 Fitting, Main Landing Gear-Side Brace

Support, Outboard
3923-7/-8 Fitting, Main Landing Gear-Side Brace

Support, Inboard
3924-7/-8 Fitting, Main Landing Gear-Side Brace

Support, Upper
3931-7/-8 Trunnion-Main Landing Gear, XF95.5
3942-9/-10 Drag Fitting, Main Landing Gear-Inboard

Beam
3943-9/-10 Drag Fitting, Main Landing Gear-Outboard

Beam
3944-11/-13 Beam Extension, Drag Fitting-MLG
3945-9/-10 Drag Fitting, Main Landing Gear-Splice

Figure 2.1.3-1
FRACTURE CRITICAL PARTS LIST

(Revised 4-15-74)
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2.1.4 Materials Engineering

2.1.4.1 Materials Procurement

All materials were procurred for the fabrication of the AMAVS
Carrythrough Structure except the 3.0" thick 10 Nickel steel for
the Upper Surface Lugs. The three pieces on order are scheduled
for delivery in late July. The ingot for these upper lugs was
delivered to U.S. Steel's Homestead plant on 5 May 1974. It
has presently been forged into rolling slab size and is ready
for rolling into plate. The plate will be cut into three pieces
prior to solution treatment, and after solution treatment by U.S.
Steel it will be bent to the upper lug angle. After the form-
ing operation, the three plates will be aged to condition STA
(Solution Treated and Aged). The forming operation eliminates a
major machining operation that would have necessitated the
purchase of much thicker plate.

The condition of the remainder of the 10 Nickel steel plates
as received is shown in Figure 2.1.4-1. Two forged plates,
7.5" and 6.0" thick as forged, have also been received but are not
included in the photograph.

2.1.4.2 Materials Test Data Report

All the test data generated in this program is being
reported in a separate report. Interim reports, FZM-6148 dated
April 1973 and FZM-6148A dated January 1974, have been published
and submitted to the AMS/ADPO. FZM-6148A actually contains
all the test data required by the Phase Ib and Phase II program
except for a portion of the data generated on brazed specimens.
Additional testing is planned as part of the credible option task
and the test results will become part of the final test report.
A materials test plan addendum has been prepared ana submitted for
the credible option task.

2.1.4.3 Design Allowables

The design allowables for the new materials utilized in this
program were published in AFFDL-TR-74-17. This included allow-
ables for beta annealed 6A1-4V titanium, 7050 aluminum, 10 Nickel
steel and weldments in both the titanium and steel alloys.
Additional data on beta annealed 6A1-4V has allowed the expansion
of the design allowables to thicknesses up to 7.500 inches t'fick

2-41



-ItC

00~

0 ~00
oc~,2H

IJr) C):

**) 00.

it A z

-~r-4
4A~C~C ~ C' k.

. .) .. -

".4
A r14

2-42

- - '~-I~~. CC ~ ~ C0"



and these revised allowables are included in Tables 2.1.4-I.
Design allowables for the 7050 aluminum alloy as used in the

AMAVS program have also been revised and are shown in Table 2.1.4-11.
This revision reflects the latest data generated by ALCOA and
does not impact present AMAVS designs.

2.1.4.4 Brazing

Brazing activities have been terminated since the decision
to fabricate and test the'No-Bof'Box configuration was made. A
brazing process was developed which produced large (4 ft. x 10
ft.) panels with braze joints exhibiting excellent shear strength
and resistance to stress corrosion delamination. The braze
thermal cycle is shown in Figure 2.1.4-2 with the thermal history
trace for the last 603FTB035 panel shown. The panel performed
successfully during its test and specimens removed from the
panel had good shear strength and stress corrosion delamination
resistance. The results of sustained load stress corrosion
tests to determine the effects of different brazing cycles are
shown in Figure 2.1.4-3. Details of the brazing process developed
are included in AFFDL-TR-74-17.

2.1.4.5 Adhesive Bonding

Adhesive, adhesive corrosion inhibiting primer and core
splice materials per FMS-1116 have been received. A problem was
encountered with the adhesive on receiving inspection tests.
The inherent high flow of the material and entrapped air in the
adhesive film combined to create excessive flow of the adhesive
from the 1/2-inch overlap specimen. Room temperature lapshear
results were just above specification and results at 1800F'were below.
Examination of the specimen showed a highly porous bond line.
The peel specimens with their larger 1" wide bond area did not
show the effect. No effect was noted on honeycomb sandwich
bonding ability. The data from these tests are included inFZM-6148A.

It was anticipated that oven aging of adhesive film after
application of the adhesive to the 1/2-inch overlap specimen
would correct the situation by reducing the flow uf the resin and A
driving off most of the absorbed air in the film. A temperature
of 200OF was selected and unassembled lapshear details with the
adhesire applied wereaged for times ranging from 20 minutes to 60
minutes. All of the aging times produced acceptable results. The
20 minute age time was tested in floating roller peel and found
acceptable. This time has been selected for a process change to

2-43



-- jy0 In - N 00coal

00

C- r-C %-4 N i
0

4.Jo c.'
on NO,40 00I- u - 0 4 0

r-I 0
E-4 0)0- 141-, 0 44
0 < 0

*~l-4 1-4 N 00I~' 0'. % 0-po n 4 'r, 
4  

0 0 C)0 0 . "-0 '.E-~ -4 -4 t4N 44 -4
- r4Nw C 0 tr- 0%

co- 04 r4r * 4 r 4I

cI -I N0 '0 . r -

4E-

2-44Ln0

C) r
4 4 .4,

01 H-Ac



r-4'

It4 00rC~ 00O( n r4 00 N %*I -0 nN ttaQ fl,

00 ~ ~ ~ ~ ~ - r-o' r-4f~ IA~ 4 0' ta -
'~' w 001n 4 14. "4 4 4

00 t-*w4

0 -W

r-4 C a 00 OnC0% 0 -,t cn i'- QN W m .o N . % 'o
H 4 00 %D %)- %0 tmDI U'D%0 .1* 0Ct ONO %1Q c U' 4'a

01 r- r- 4r rIf-

Ii __ ____ 1 EA-4 1

-0
t r-4r41 04E-

- - I 4r 1414
:0 rN 1-4~ w-u~ od ONE4g"%I ~ . -4

C4 cn H)NO-, -
Z H -4 r-4 C4 0) E-

fUn ~ r-4~ r-4' M ' C- -c --
0 .0 u . -. '.' r -U ~-

E-4 E-4 z~4,4

0

H n HO-4- 4 E1C C A i

Hcn E_ rn..

E--45

94l

1-4"- -A- 44V



V.S

C',

0 C

00

0WO OWW

100 0

10 C0

z 0

_ _ _ _ _ _ _ _ 0_ _ _ _ _ _ _ CL4

0 00 0 04000 0 00 0
'~~0 Il -1

"S "

44

2-46



0.~ ~ Z0-A

CI'
x L S

0I-e _ _ _ _ - ->

C' _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ i-Es x~ 0- '

_______ _____91-8L 8-

9L z 0
C%

____ ____ ____ ____ ___ ____ ____ ____ ~ (I-8

L - L in49L-8

______ __NNNLLN 0

511'ic

________________________________ 9 1-1 C L N N N 0

61-11 CD[ LL1' xj
LI-I

__ _ _ __ _ _ __ _ _ WI § - )E 4

9Z-i L *

'4 g,'-L

wS-w1 Lr CD

l-LL"
"-Vpl . 4 ce8

C'4

Q 04

SN3fOH2L"

2-4



age zee edge members (adhesive applied) of sandwich panels which
contain 1/2" overlap bond areas. This will be accomplished prior
to panel assembly for bonding. No change will be made in
processing of the sandwich bond area.

2.1.4.6 Welding Developments

A discussion of the welding activities during this reporting
period is contained below.

Electron Beam Welding of Titanium - Murdock Machine and
Engineering Company of Texas, a Division of Lockheed Corporation,
has been selected to Electron Beam (EB) weld the X7223941 MLG
Drag Brace Fitting. Their contract requires them to weld using
their specification LCP74-2022B which requires certification tests
be conducted for each weld joint thickness to be welded. These
tests include tensile and bend testing of welded joints along with
metallographic examination which have been successfully completed.

In order to further evaluate Murdock weldments, two test
plates were welded by Murdock for testing at General Dynamics,
Convair Aerospace Division, Fort Worth Operation. Tests include
tensile, fatigue and stress corrosion cracking resistance (KISCC)
in sump tank water (STW) along with metallographic examination.
Figure 2.1.4-4 shows these two welded plates which are identified
as MR-l and MR-2. This figure shows the weld side of MR-I and
the back side of MR-2 with the weld back-up bars and weld run-in
tabs still in place. The weld schedule used for these plates
is shown in Table 2.1.4-111 which is the same as that used for
the joint thickness of 1.3" certified by Murdock for X7223941.

Figures 1.1.4-5 and 2.1.4-6 are layouts of MR-I and MR-2,
respectively, showing where all test specimens are located. In
addition, the layouts also show the results of ultrasonic
inspection. Note that a part of the test specimen is specifically
located in the area of ultrasonic indications to determine effect,
if any, on fatigue properties.

Table 2.1.4-IV presents the test results of the tensile tests
from the two test plates and Figure 2.1.4-7 is a photograph
of the failed test specimen. All failures were parent metal
failures and met the same properties as the parent plates.

Figures 2.1.4-8 and 2.1.4-9 are macrographs of the weld joint
of MR-I and MR-2, respectively. The remainder of the tests
planned for these plates are in work and will be completed soon.
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Table 2.1.4-Ill
'~'~~'EIECTRO'I BEAN VLLD PV.OCEDt!.!: DATA S~rET

WELD LQUIPINENT S/',,

PART NO: Y Z2TOOL _ 

PART N .' TYPE MA'_(_

CLEANING SPEC:j7fpJ aj f___ TYPE JOINT: 3~
FILAMENT ADJUST: 4-S MINIHUH BACK UP BLOCK HiA'L._b& YVj
GUASS METE______IC PUMP 1)01,,I TIHE:_ 2021mj95_ 31L.

TYPE FILAMENT: __50-b ____ ANODE-CATHODE SPACER:45
GUN TO WOPK DISTA.NCE:_5.!D G UN ANCLECIO' -1

SEL IE I:}J.OrL FILANIENT-EATIODr )S
A11ODE SZ:1 - CATHODE SIZE:_B Z0

BEAM CURRENT SETIING S.3 I01LLJ'

FOCUS SETTING LL.JJ....J METT.1P1~Iplo

HtnP VOLTACE SF'l L 1 .5 1. .5 I METER 1 10
TRAVEL SETTING 0 DIRECTION X-M~

INITIAL VOLTAGE ji~~ SLOPE L Li~
FINAL VOLTAGE 0 L -LQJ SLOPE 0

INITIAL CURRENT LLJ-1i..PJ SLOPE

FINAL CURRENT 0___SLOP

TACK VELD LQL.LQ MO)TOR START o s I
AUTOMATIC RUNJ 0 SLOrPELC)

NOTES _\t~lNWI~LI1P-~ - / AC11OSECT TON

,, 
/ / ' -

- - (3) ______ *IDTUl

ENGI~Ei.$t~j~j$ _______- i~(4)~,~j E~
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4L- WELD OF PIATE

FU1o94o-1 13.35" )

rJ1o94o- 12.20"

z .700 5O .

~I

iII

tFrJ10940*142

11.05"

FTJ10940-142

7..5

~.450" 50%

S , 
BOTTii (

3.85" 450-.600" 100,
FTJ10940-991220

FTJ10940-99 
R

FTTI10940199rr, lo ,o-9 7"45"1 ' )

NOTE: 1. Identify iems as A MR-1-
2. All responses relative to 2T64 IF.B. H.
3. X-Ray # 0K953

Figure 2.1.4-5 MATERIAL ALLOCATION FOR MR-I PLATE ELECTRON
BEAM WELD (6-1)2-51 -



fL. OF OF PLATE

WELD A

FTJ10940-1 ~ 14.35"

_ _ _ _ _ _ _.400 507

13.20"

.... _'__ .___300 100%

FTJ10940-99  .600 1007
12.050 . 60 07

FTJ10940-99107 IAI
10. 54

T.4004.9.45"

FTJl0940-99 3.25"

T0 FTJ10940-99 .56 5

6.85
A

2-52

,FTJ10940-99 3.25" /Z

FT310940-99 1.95"_

' - .65" --

NOTE: 1. Identify Items A as NR-2-
2. All Responses Rela' to 2/64 F.B.H.
3. X-Ray # 1K954

Figure 2.1.4-6 MATERIAL ALLOCATION FOR 14R-2 PLATE ELECTRON

BEAM WELt. (6-4)
2-52



Table 2.1.4-IV

TENSILE PROPERTIES OF ELECTRON BEAM
WELDED TI-6AL-4V BETA ANNEALED TITANIUM 1.4" PLATE

SPECIMEN PLATE TYS TUS ELONG. R.A. LOCATION

NO. NO. KSI KSI %o IN 2" % OF FAILURE

MR 1-6 1 120.8 130.5 8.0 18.4 PM

MR 1-7 1 121.7 131.6 7.5 19.2 PM

MR 2-8 2 122.1 131.5 7.5 19.7 PK

MR 2-9 2 123.3 133.3 8.0 21.3 PM

AVG 122.0 131.7 7.8 19.7

I
NOTES

A. TRANSVERSE WELD

B. 0.505" DIA. TEST SECTION

C. EB WELDED BY MURDOCK MACHINE & ENGR. CO.

D. LONGITUDINAL GRAIN DIRECTION IN PARENT METAL

E. RMI HEAT 3004600

2-53



zA

MR1-6 MR1-7 MR2-8 NR2-9

Figure 2.1.4-7 FAILED TENSILE SPECIMENS FROM
MURDOCK EB WELDED PLATE
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Figue 21.48 MAROGAPHOF WLD OIN FRO MUDOC

WELDE PLAE MR1 (MG 3X
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Figure 2.1.4-9 MACROGRAPH OF WEDJOINT FROMJL MURDOCK
WELDED PLATE MR-2 (MAG 3X)
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Electron Beam Welding of 10 Nickel Steel - Electron beam
welding procedures for the 10 Nickel steel have now been estab-
lished and seven test plates have been welded and are now in the
process of being tested. They consist of five 603R100-11-3
assemblies identified as H89 through H93 inclusive and two
603R100-11-1 assemblies identified as H94 and H95. The weld
schedules are shown in Tables 2.1.4-V through -XI. A layout of

each test plate is shown in Figures 2.1.4-10 through -16. Each
test plate layout also shows the results of ultrasonic inspection.
The area where indications were found are noted and located with
depth shown. All but the panel identified as H91 were inspected
using a 4/64 flat bottom hole reference in accordance with FPS
1097. No indications exceeded 50% saturation except as
noted. Panel H91 was inspected using a 2/64 flat bottom hole
reference and percentages noted are with respect to that
reference.

Two simulated tee sections identified as H99 and H100,
identical in configuration to the upper bulkhead caps except for
length, were welded using the weld procedure established for the
X7224091 and X7224071 upper caps for the forward and aft bulkheads.
A photograph of one of the welded tee sections is shown in Figure
2.1.4-17. The weld scriedules for these sections are shown in Tables
2.1.4-XII and XIII. Ultrasonic inspection recorded minor indica-
tions shown in Figure 2.1.4-18 (Sheets 1 and 2, respectively),
A photomacrograph of the weld joint used for certification of
X7224091 is shown in Figure 2.1.4-19. Shrinkage cracks at the
bottom of the weld joint had been basically eliminated by using
additional power to drive the penetration into the back-up bar.

Sixteen transverse weld tensile specimens have been tested
and the data is shown in Tab.: 2.1.4-XIV. A photograph of the

failed specimens from weld plates H89 and H91 is included as
Figure 2.1.4-20. Only two failures occurred in the weld metal;
H89-5 and H89-9. These specimen were purposely removed from known
defect areas to determine the effect of the defects on the weld
properties. It is interesting fo note that even in the completely
unacceptable GTA weld repair area ultimate and yield strengthsof
the parent material are obtained. Figure 2.1.4-21 is a photograph
of the failure in H89-5 and shows the very sr~ll porosity in the
EB weld joint. Figure 2.1.4-22 is a photograph of the failure in
specimen 189-9 which was removed from an unacceptable GTA weld
repair. The cracks in the weld specimen can readily be seen.

Four tensile specimens tested in the longitudinal direction
have been tested and the results are shown in Table 2.1.4-XV
and photographs of the failures shown in Figure 2.1.4-23.

2-57
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Table 2.1.4-V

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Dote 4-15-74
Port Number 603R100-11-3 H89 Part Name Eng. Test (EBW) Material Type 10 Ni

QC Serial Number 402751 Tool Number Mot'l.Thick 1.5

Filler Wire Type Low Alloy Hy 180 Diameter .062
10 Ni CR-MO-CO .

Ht. No. 51361
UPPER CONTROL PANEL

HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMFNT
Delay Delay Initial KV Final Initial and Final

0101! 10 00 452 260

Seconds Seconds Slope Slope Run 'A

I 1Ilsloleol,,o 2 02 0 I11 L__LJZI
OSCI LLATOR

AXIS XF- Z Y[Z FREQUENCY, KC -T I RANGE EllI
ATTENUATION, b METER RANGE METER READING =LZI

CENTER CONTROL PANEL SKETCH OF JOINT
BEv, , CURRENT, t'.- HIGH VOLTAGE,KV TRAVEL, IPM

Passl 3 8 .[I i 2 0
Pass 2 FT-

Pass 3
FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUS' POT. TYPE OF JOINT
15. 2 12 DC Amps. = ACAmps. I d I Butt

GUN ELEMENTS

GUN TYPE, KV BIAS On1_- OffILI
FILAMENT, MA 5 0 0 METER, ACVOLTS II-IZ'Z-
CATHODE, MA 7 VOLTAGE ADJUST. I ijI ji
ANODE, KV/MA F7 50 ___ Face Focus

SPACER, Inches L1iE1oII GUN-TO-WORK DISTANCE, Inches,

OPERATOR'S STATION CONTROL
X-AXIS On t:j Off=-" Y-AXIS On =Z Off -"I

DIRECTION Fd.LiI Rw,.J DIRECTION Fwd.I Rev.--]

TRAVEL SPEED, IPM 1 12.1 0 TRAVEL SPEED, IFM IPIIZI
WIRE FEED On [- Off [- INCH PER MINUTE -LIZ

BEAM ALIGNMENT A FOCUS ADJUST. [-
41GH VOLTAGE ADJUST. No ed AVR Lock E]" Unlock E]

X-Ray Serial Number Beam Current Trace-
Mog. lnspectlcn Operator N. E. Wedell_
Acceptance Standard MR&D Engineer J. C. Collins
Metallurgical Exam. Pr,.cess Control _

First 4" defective - ground for full thickness repaired by manual GTA.
RemaindLr of root had incomplete penetration-Ground out 178" deep and
repaired Ly GTA. 2-58
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Table 2.1.4-VI

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Date 4-16-74
Port Number 603R100-11-3 H90 Part Name Eng Test (EBW) MoterialTypel Ni (HY-180)

QC Serial Number 402755 Tool Number _____ _ . Matl.Thick 1.5
______________________Filler Wire Type _ _____________ Diameter . 062

Matl CSC 2500-5-1-41 thru -50

UPP R CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

1010 00l I0 i4o 50. 216-0 NA
Seconds Seonds Slope Slope Run

1I,,111oI-,121 11 11320 l 2 0L2 1I 7j FIF
OSCI LLATOR

AXIS XF-" YE] FREQUENCY, KC - RANGE

ATION, Db j METER RANGE L METER READING =

CENTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM

Passl 3 1 0 4 50

Pass2 1 410 2 2 .0 1 2 .0 .5" backup with .06" x
Pass 3 1.187" groove.

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT

LL i DC Amps. AC Amps. [] D I Butt

GUN ELEMENTS

GUN TYPE, KV -60 BIAS On =--- Off X-]

FILAMENT, MA 5 0 0 METER, ACVOLTS II I
CATHODE, MA 7 15 VOLTAGE ADJUST. L-l---l--]
ANODE, KV/MA - Face Focus
SPACER, !nches .1 0 0 GUN-TO-WORK DISTANCE, Inches 3j

I I - "I

OPERATOR'S STATION CONTROL

X -AXIS On E] Off fl Y-AvIS On = Of W
DIRECTION Fwd.--- Rev.[x] DIRECTION Fwu.D Rev.=

TRAVEL SPEED, 1PM 11 1.01 TRAVEL SPEED, 'PM jj'j I...

WIRE FEED On E-i Off= INCH PER MINUTE [ 2 15 -oJ] 2nd pass

BEAM ALIGNMENT . =NA FOCUS ADJUST.

HIGH VOLTAGE ADJUST. N TE AVR Lock = Unloc , !

X-Ray Serial Number Beam Current Trace
Mog. Inspection Operator N. F. Wedel., .
Acceptance Standard MR S D Engier J. C. Collins
Metallurgical Exam. Process Control _

2-59
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Table 2.1.4-VII

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Dote 4-17-74
Port Number 603R]00-II-3 H91 Part.Name En2 Test (EBW) Material Type lONi(HY-180)

QC Serial NumberF402754 Tool Number Mat'l.Thick 1.530
Fider Wire Type Low Alloy HY-180 Diameter .062

10 Ni CR-MO-CO
HT No. 1I361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

So 0 1 0 0 4 15.21 1 610 NA
Seconds Seconds Slope Slope Run

ia I i ol[oM I 2ti 020ol W1 M 7T--T7]
O$CILLATOR .

AXIS X["- YLI] FREQUENCY, KC RANGE IZI lZ
ATTENUATION, Db J METER RANGE L METER READING IJI

CINTER CONTROL PANEL SKETCH OF JOINT
BFAM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM
,ass I 3 80 4 5 0
Pass 2Iii

Pas ~ 4 0.5" backup with .06" x
Pass 3 .187" groove.

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT
I - 5 DCAmps. 068 ACAmps. 0 Butt

2- 5 .80 GUN ELEMENTS

GUN TYPE, KV 6 0 BIAS On 7 Off=
FILAMENT, MA 5 METER, AC VOLTS I
CATHODE, MA 7 VOLTAGE ADJUST.
ANOrl."  KV/MA 7 5 0 _

SPACER, Inches [1I 0K0J GUN-TO-WORK DISTANCE, Inches .

OPERATOR'S STATION CONTROL
X-AXIS On [ Off=- Y-AXIS On 0iOff=- !

DIRECTION Fd.'II Rev.-X" DIRECTION Fwd.f-l Rev.j] 4

TRAVEL SPEED, IPM 1 2 0 TRAVEL SPEED, IPM II..L Z
WIRE FEED On jjj Off F INCH PER MINUTE 1i I
BEAM ALIGNMENT E_. _ FOCUS ADJUST.
HIGH VOLTAGE ADJUST. ["N T AVR Lock [] Unlock

X-Ray Serial Number Beam Current Trace
;dag. Inspection Operator N. E. Wedell
Acceptance Standard MRIA D Engineer J. C. Collins
Metallurgical Exam. Process Control

2-60
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Table 2.1.4-VIII

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Dote 4-17-74
Port Number 603R100-11-3 H92Part Name Eng Test (EBW) Material Typt.O NL(j..180)
Serial Number F-402753 Tool Number Motl.Thlck 1,560

Filler Wire Type Low Alloy HY-180 Diameter ,0k:4
10 Ni CR-MO-CO
HI No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

o 1 o 1 1oI LW2 , NA
Seconds Seconds Slope Slope RunP 1oI 6olol, IF 1,1 10W o 120l 2  10 1

.0,l L2LATOR

AXIS X, L Y[-j FREQUENCY, KC LL J RANGE
ATTENUATION, Db METER RANGE METER READING = j jj]

CENTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM

Pass 1 3 60 4150 1
Pass 0
Pass 3 .5" backup with .06" x

.187" groove

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT
1- 2 2 DCAmps. 0 ACAmps. 0 76 utt

2 5 .8 5 GUN ELEMENTS
GUN TYPE, KV BIAS On - off- OF
FILAMENT, MA 5 0 0 METER, ACVOLTS I

CATHODE, MA VOLTAGE ADJUST. l-----

ANODE, KV/MA 7 5 0 Face Focus

SPACER, Inches .1 o 0 GUN-TO-WORK DISTANCE, Inches

OPERATOR'S STATION CONTROL
X-AXIS On F] Off- Y-AXIS On i Off[1-]
DIRECTION- Fwd.F-I Rev.5 DIRECTION Fwd.=i-" Rev.=

TRAVEL SPEED, IPM 1 12 oI TRAVEL SPEED, IPM

WIRE FEF.D On jx Offr- INCH PER MINUTE 2 5 .o
BEAM ALIGNMENT NA FOCUS ADJUST. 

eII __[

HIGH VOLTAGE ADJUST. OT D AVR Lock = Unlock

X-Roy Serial Number Beam Current Trace
Mug. Inspection Operator N. E. Wedell
Acceptance Standard MRaD Engineer J. C. Collins
Metallurgical Exam. Process Control
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Table 2.1.4-IX

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Doate 4-17-74
Port Number603RlO0-11-3 H93 Port Name Eng Test (EBW) Material Type 10_..i

QC Serial Number 402752 Tool Number Mot'l, Thick 1.550
FillerWireType Low Alloy HY-180 Diameter .062

10 Mi CR-MO-CO.-_
HT ,No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

F00o l1 0 0 4 52 2 16101 NA

Seconds Seconds Slope Slope Run
I~ol2ls!,o] . , 0 1 2 6 2 01 7 1

OSCI LLATOR
AXIS XD Yi-- IFREQUENCY, KC - RANGE 11111
ATTENUATION, Db - METER RANGE METER READING [1111

QNTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM
Pass 1 3 8 0 415 .01
Pass 2 1 4 0 212 0 1.2 ]A
Pass 3 .5" backup with .06" x

.187" groove.
FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT TYPE OF JOINT

= DC Amps. o 6 8 AC Amps. [07 Butt

2 - 5 .9 0 GUN ELEMENTS

GUN TYPE, KV 6 BIAS On F Off F~xj-
FILAMENT, MA 5 0 0 METER, ACVOLTS E 1=
CATHODE, MA 7 5 0 VOLTAGE ADJUST. IF-iL]
ANODE, KV/MA 7 5 0 Face Focus

SPACER, Inches .1 0 10 GUN-TO-WORK DISTANCE, Inches

OPERATOR'S STATION CONTROL

X-AXIS On FR OffD Y-AXIS On - Off
DIRECTION Fwd.D Rev.- DIRECTION Fwd.D Rev.iZ

TRAVEL SPEED, 1PM 112 [.0 TRAVEL SPEED, IPM

WIRE FEED On Off INCH PER MINUTE 2 5 .0

BEAM ALIGNMENT NA FOCUS ADJUST.

HIGH VOLTAGE ADJUST. N TE AVR Lck W Unlock AN

X-Roy Serial Number Beam Current Trace
Mag. Inspection Operator N. E. Wedell
Acceptance Standard MRaD Engineer J. C. Collins
Metallurgica! Exam. Process Control
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Table 2.1.4-X

ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS Dote 4-20-74
Port Number 603RlQ0-11-3 H94 Port Name_ Eng Test (EBW) Material Type lONi MY-180)

QC Serial Number 402496 Tool Number Mat'l.Thlck 1.6
Filler Wire Type Low Alloy fIY-180 Diameter .062

t 10 Ni CR-MO-CO
HT No. 51361 .

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

0 0 11 o 0 T 2 126.0 NA
Seconds Seconds Slope Slope Run

lile 115oleololII 2 02 0 1 3 IRElL7-
OSCI LLATOR

AXIS XF-I YF-1 FREQUENCY, KC RANGE 1 Z 4-
ATTENUATION, Db j METER RANGE j METER READING = LI i

CENTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM

Pass 10 3 1 20
Pass2 L 2 21•0 li 2
Pass 3 .5" backup with .06" x

.187" groove.

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT
1-5.22 DC Amps. 06 8 AC Amps. 076 Butt

GUN ELEMENTS

GUN TYPE, KV 6 0 BIAS On 7Off[Fx
FILAMENT, MA 5 METER, AC VOLTS

CATHODE, MA 7 5 0 VOLTAGF ADJUST. I.I]
ANODE, KV/MA 7Face Fcus

SPACER, Inches '1 0 0 GUN-TO-WORK DISTANCE, Inches

OPERATOR'S STATION CONTROL
X-AXIS On X Off= Y-AXIS On Oloff[j

DIRECTION Fwd,'-- Rev,._] DIRECTION Fwd.D Rev.=

TRAVEL SPEED, IPM 12 .01 TRAVEL SPEED, IPM IiLI1
WIRE FEED On X Off-- INCH PER MINUTE 2 .5 .

BEAM ALIGNMENT I~KEI FOCUS ADJUJST.
HIGH VOLTAGE ADJUST. N TE AVR Lock Unlock EE

X-Roy Serial Number Beam Current Trace
Mag. Inspection Operator N. E. Wedell
Acceptance Standard MRBD Engineer J. C. Collins
Metallurgicai Exam. Process Control

2-63
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Table 2.1.4-XI

ELECTRON BEAM WELDING SCHEDULE p

Schedule Number AMAVS Date 4-23 ..4
Part Number 603R 100-11-3 H-95 Port Name Eng Test (EBW) Material TiPs 10 Ni

QC Serial Number 402495 Tool Number Mat'l.Thlck 1.6
Filler WireType Low Alloy HY-180 Diameter .062

10 Ni CR-MO-CO
HT No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

D3lay Delay Initial KV Final Initial and Final

0 1 0 1 0 1 1 1 415 1.21 !2 6.0 NA

Seconds Seconds Slope Slope Run
-10151,T6o1T1"°1 1 25 2 0T1 12 11 1

OSCI LLATOR
Axis xr F FREQUENCY, KC jRANGEI_7
ATTENUATION, Ob l METER RANGE METER READING I I]

CEfNTER CONTROL PANEL SKETCH OF JOINT
BE'AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM
Pass I 8 1= 12.
Pass 2 L _ _ 212 .0 1 2.
Pass 3

FCCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT

i.- =2 DCAmps. 016 8 ACAmps. 0 7 6 Butt

2 - 5 .9 5 GUN ELEMENTS

GUN TYPE, KV 6 BIAS On = Off -x

FILAMENT, MA 5 0 0] METER, ACVOLTS LZ J
CATHODE, MA 7 51 VOLTAGE ADJUST. IlII -l

ANODE, KV/MA 7.0 Face Focus

SPACER, Inches 1.11 0 1 0 GUN-TO-WORK DISTANCE, Inches =3

OPERATOR'S STATION CONTROL

X -AXIS On r Off=- Y-AXIS On "- Off L-]
DIRECTION Fwd.L-- Revf]X DIRECTION Fwd.D Rev.=

TRAVEL SPEED, IPM 1 21.0 TRAVEL SPEED, IPM .. l]lj
WIRE FEED On - Off-= INCH PER MIN'UTE jjL.L.j_
BEAM ALIGNMENT FOCUS ADJUST. 5.2 2
HIGH VOLTAGE ADJUST. AVR Lock = Unlock

X-nay Serial Number Beam Current Trace
Mag. Inspection Operator N. E. Wedell

Acceptance Standard MRBD Engineer J. C. Collins

Metallurgical Exom. Process Control

6 2-64
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rr~~~~r.'F7,7R W,7r WYh.YYW R "

CENTERLINE
WELD

0- 00 q(3)

.93" 1PTJ1094o-1 (3) 1
-9311 ______-______

30% AVG

~, 3.60"
t%

.12" DEEP
GROUND OUT
GTA REPAIRED FTJ10940-142 (1)
THIS LENGTH

FT J10940 147

3.60" ]

(LSAWI

I- I

S931" FTJ10940-1 (2)

.9393"GTA .62,-
REPAIR _ j~ .62"1 IFTJ10940-100 (2)l5

hi IR~~ BOTT OM __ _ _

TAB END

NOTE: Identify Item A as H-89-

Figure 2.1.4-10 MATERIAL ALLOCATION FOR H89 U'LATE
ELECTRON BEAM WELD
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(L% WELD

.65" 50% FTJ10946-100 (2)

.65"

50%

SAW
3.40" CUT TYP FTJ1094, 142

50.

5.20" FTJ10940-195

___ 507.

A
5.1I0" FT310940°I95

50%

TAB END

NOTE: Identify Items as H-90-

Figui 2.1.4-11 MATERIAL ALLOCATION FOR H90 PLATE
ELECTRON BEAM WELD
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/ WELD 40"

I FTJ10940-I (9) -. 3 TYPICAL
6 PLACES

CUT Tyr-

' 5.98"1

-[ - .I 65%1 65% .62 TYPICAL
_____________ ______________4 PLACES

FT310940-100 (6) I
_____ __65% T,

______ - 6 %..~ 2.48"

FTJ10940-142 (1) 3.60"

-BOTTOM

FT19401(1) 1 00
95%1 --

100%
100%

5I }0o-100%

TAB END NOTE: Identify Items /as H91-

Figure 2.1.4-12 MATERIAL ALLOCATION FOR H91 PLATEELECTRON BEAM WELD
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CENTERLINE

.65, T1094 -1 o (2)

F FTJ10940-147

SAW
3.40" CUT TYP i F J 0 40

A FTJ10940- 3

! ! , i

5.20" FTJ10940-195

357.

FTJ10940-195

5.10"1

TAB END

NOTE: Identify Item as H-92-

Figure 2.1.4-13 MATERIAL ALLOCATION FOR H92 PLATE
ELECTRON BEAM WELD
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e FTJO940-147

I QL.SAW3 . 0 ° 'p

3.40"

FTJ10940-3

507

5.20" FTJ10940-195

*507.

- 50% 
-

' '

* ,
FTJ10940-195 

;a5.10"

TAB END

NOTE: Identify Item as H93

Figure 2.1.4-14 MATERIAL ALLOCATED FOR H93 PLATE ELECTRON BEAM WELD
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Figure 2.1.4-17 SIMULATED UPPER CAP TEE SECTION
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Table 2.1.4-XII

ELECTRON BEAM WELDING SCHEDULE

Schedule Number Dote 5-1-74
Port Number T;-99 Part Name Producibility Test Material Type 10 Ni
Serial Number TPP S t: on Tool Number T17315 Mot'I.Thlck 1.83

Filler Wire Type Low Alloy (Hy-180) Diameter .062
10 Ni CR-MO-CO
Ht. No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

0 0 10010 4 26 04 10 NA

Seconds Seconds Slope Slope Run
hI+l, l°[ o[,° R lA.I 513ol,.4 I2 0 , . , I I I

DOS CI LLATOR

AXIS XFl Y FREQUENCY, KC [,11 RANGE 11111
ATTENUATION, Db L METER RANGE - METER READING =

CENTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM

Pass I0
Pass 2 1 3 0 2 2 .1 1 2 .C
Pass 3

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT TYPE OF JOINT

1- = " DC Amps. 0 AC Amps. 076 Butt tee

2- 5 .9 5 GUN ELEMENTS

GUN TYPE, KV BIAS On = Off-x--1
FILAMENT, MA 5 0 0 METER, ACVOLTS Iil -.J "

CATHODE, MA 7 5 o VOLTAGE ADJUST. I ]
ANODE, KV/MA 7 5 o Face Focus

SPACER, Incties GUN-TO-WORK DISTANCE, Inches 3 .5 (4.95)

OPERATOR'S STATION CONTROL

X-AXIS On =- OffW- Y-AXIS On = Offl
DIRECTION Fwd.'-- l Rev.= DIRECTION Fwd.__ Rev.l

TRAVEL SPEED, IPM TRAVEL SPEED, IPM 11 2 .0

WIRE FEED On -1 Off TIJ INCH PER MINUTE 0o

BEAM ALIGNMENT N FOCUS ADJUST.

HIGH VOLTAGE ADJUST. AVR Lock [- Unlock

X-Roy Serial Number
Mog. Inspection Operator N. E. Wedell
Acceptance Standard MRS D Engineer J. C. Collins
Metallurgical Exam. Process Control ___
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Ta'ble 2.1.4-XIII

ELECTRON BEAM WELDING SCHEDULE

Schedule Number Dote 5-2-74
Port Number H-IO0 Port Name Producibility Test Material Type 10Ni (Hy-180)
Serial Number Tool Number T17315 Mat'l.Thick 1.

Tee Section FIller Wire Type Low Alloy (y-180) - Diameter .062

Hit, No, 51361
UPPER CONTROL PANEL

HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT
Delay Delay Initial KV Final Initial and Final

oo 4 o .1 2 21 61 0l NA
Seconds Seconds Slope Slope RunI(kleo"l I5310120 1R 1 1olol" w IN F2 2oll F1'T1

OSCI LLATOR
AXIS XL Y_-1 [FREQUENCY, KC f RANGE_ "
ATTENUATION, Db F j METER RANGE [ METER READING[

CENTER CONTROL PANEL SKETCH OF JOINT
BE'AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM
Pass 1 3
Pass 2 2 2 .0 2 .01
Pass 3

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT
1- 5 2F2 DCAmps. ACAmps. .2 27UM Tee butt with backup

2- 5 .9 5 GUN ELEMENTS

GUN TYPE, KV BIAS On - OffW

FILAMENT, MA 1 910 10 METER, ACVOLTS IZ.Z
CATHODE, MA 175 0 VOLTAGE ADJUST. II.Z
ANODE, KV/MA 7 Face Focus

SPACER, Inches 5T 70 "7 GUN-TO-WORK DISTANCE, Inches Z

OPERATOR'S STATION CONTROL
X -AXIS On ="' Off=-- Y-AXIS On F-7 Of f --
DIRECTION Fwd.=-j Rev.= DIRECTION Fwd.E Rev.EZ

TRAVEL SPEED, IPM TRAVEL SPEED, IPM 12.0

WIRE FEED On ff Off 7 INCH PER MINUTE D-- i
BEAM ALIGNMENT FOCUS ADJUST.

HIGH VOLTAGE ADJUST. AVR Lock = Unlock W
X-Roy Serial Number
Mog. Inspection Operato! N. E. Wedell
Acceptance Standard MR 8 D Engineer J. C. Collins
Metallurgical Exam. Process Control _
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4177 
1

WELD START

0.500" FROM TOP

ALL INDICATIONS BASED ON 50%
RESPONSE TO 4/64 FBH WITH
PERCENT SATURATION AND 0.150" FROM TOP
DEPTH LOCATION NOTED. <257
TENATIVE ESTIMATED AT LESS
THAN 0.015" DIAMETER 0.1501 FROM BOTTOM

50%

~- SHORT ARM
HEAVY SECTION

~LONG ARM

199

TERMINATION

Figure 2.1.4-18 NDI ULTRASONIC INDICATIONS SIMULATED
UPPER CAP H99& H100 (Sheet 1)

SHOWING FULL LENGTH OF WELD
(FULL SCALE)
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WELD STAT

ALL BELOW RESPONSE
OF 2/64 FBH TENTATIVE

ESTIMATE AT LESS THAN

.015 DIAMETER
LOCATED AT

DEPTH OF 0.300-0.500

FROM TOP

H100

- --- SHORT ARM
HEAVY SECTION

- LONG ARM

TERMINATION

0.090" DEEP WELD REPAIR ALONG BOTTOM SURFACE

0.250" DEEP REPAIR 3/4"FROM TOP OF 
TERMINATION END

Figure 2.1.4-18 (Sheet 2)
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II

Note shrinkage crack
in backup bar material.

Figure 2.1.4-19 MACROGRAP11 ON X7224091 CERTIFICATION~ TEST
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Note the size of the porosity
(Mag apprcximately 20X)

Figure 2.1.4-21 H89-5 FAILURE
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Tim '

40

H195 H94 H193 H92 H89
-2 -7 -3 -3 -13

H95-2 is shown for comparison with transverse
specimen size and failure appearance.

Figure 2.1.4-23 LONGITUDINAL EB WELD SPECIMEYT
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Miniature specimens were used in order to maintain the greatest
percentage of EB weld possible in the test section. The size
can be compared with the full size H95-2 specimen which is included
in the photograph.

Sixteen Charpy V-Notch impact test specimens have I1een
tested at 0°F and the dat. generated is shown in Table ;,.1.4-XVI.
Specimens were located L tnown areas of defects, both
acceptable aiud unacceptabLe. Photographs of the fracturt
from weld plates H-89 and i-91 are shown in Figures
2.1.4-24, -25 and -26 and minor ie'-cts can be seen in the
fractures. Figure 2.1.4-'7 is a photograph of the fractures of
specimens removed from an .na.--.:-:pLible GTA weld repair area, and
the results at O°F are unusuall; good considering the magritude
of the weld dpfex - .

The ef o~: of notch !o,. tion with respect to weld line was
also expl.ored t% noted in Iab.e 2.1.4-XVI. Figure 2.1.4-28
shows the location of tt.; CIarpy notch with respect to the weld
zones and the resut.ts of'taiued. Fi,.ure 2.1.4-29 is a photograph
of te fraci.".:re face at ov, weld zones.

M,'ureicdaphs ol 4 ,e weld jints in panels H89 and H91 are
shown in Figures 2.1.4-30 and 31. Note that panel H89 had a
weld repair made along the bottow of the plate which is noted in
the weld schedule shown in Table 2.1.4-V. The macros for
panel H91 show the addition of a cosmetic weld pass along the
upper surfa;ie. -ill test specimens were removed as near these qur-
faces as possible to determine the effect,if any,on test data.
If differences exist, they do not appear significant.

One crack propagation rate test on the EB welds has been
complet--. ; Specimen H89-8. The specimen was tested in dry air
at an R = 0.1 at a fast cyclic rate. A complete evaluation of
the data has not been completed, but a cursory examination indi-
cates almost the same propagation rate as was noted for GTA
welds under the same conditions. Actual rate of growth appears to
be slower than that in the base metal.

2.1.4.7 Corrosion Protection

A change to finish requirements for 10 Nickel. steel has
been made to delete the use of cadmium plating. This change
was coordinated with ADPO. The finish requirement now is to
apply MIL-C-27725 fuel tank corrosion coating for fuel areas and
2 coats of 1L-P-23377 epoxy-polyamide for all other areas.
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Figure 2.1.4-24 CHARPY IMPACT FRACTURES -PANEL H89

H9-1 
9-1

Figure 2.1.4-25 CHARPY IMPACT FRACTURES -PANEL 1191
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H91-15 H91-14

Figure 2.1.4-26 CHARPY IMPACT FRACTURES
- PANEL H91

H89-11 H89-12

Note the dentridlic structure and the
coarseness of the fracture as compared
to previous fractures.

Figure 2.1.4-27 CHARPY V-NOTCH FRACTURE FACE FROM
UNACCEPTABLE GTA WELD REPAIR
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1 . 6 1 5. .

00F CVN-
H95-1 Center of Weld 66 ft-lbs
H92-5.1 At Boundary Weld Metal 85

4.H92-6.1 .010" from Boundary in Weld Metal 82.5
H90-5.2 Center Fine Grain Zone (HAZ) 68.5
H90-4.2 Boundary Normal and Fine Grain Zone 63

Figure 2.1.4-28 LOCATION OF NOTCH WITH RESPECT TO EB WELD ZONES

4
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H95-1 H92-5. 1 1492-6.1.

I -. H92-4.2 , H92-5.2

Note the difference in the fracture appearance

in the weld metal areas and the fine grain

structure as the base metal is approached. 
I'

Figure 2.1.4-29 CHARPY V-NOTCH IMPACT FRACTURES AT VARIOU3

LOCATIONS IN THE WELD ZONE 
:
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Figure 2.1.4-30 MACROGRAPHS -PANEL H89 (6X MAG)

2-90



-Y,~

BOTTOM

Figure 2.1.4-31 MACROGRAPHS -PANEL H91 (6X MAG)
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Some concern did exist regarding the ability of the fuel tank
coating to adhere to bare steel. Adherence tests were conducted
and no difficulty was found to exist. The finish document 4,,
FZM-6183 was revised to reflect this change and drawings now
specify this finish.

2.1.4.7 Material and Process Specifications

A considerable number of material and process specifications
have been required and prepared for use on the AMAVS program. A
list of these specifications and their status are as follows:

X7223976 High Strength Fasteners - Stripping of
cadmium or diffused nickel-cadmium platings
and application of solid film lubricant and
cetyl alcohol. Status - Released

X7223990 Exterior Finish. Status - Not required for
A IAVS program and will not be prepared or
released.

X7224194 7050 Aluminum Alloy Special Billet Procure-
ment Specification. Status - Released but A
was required for FSIt configuration only.

X7224195 7050 Aluminum Alloy Billet Special Process
Treatment. Status - Released but was
required for FSIL configuration only.

X7224196 Sealant Application for AMAVS. Status -

Three drafts prepared and final draft is in
work.

X7224197 Adhesive Bonded Panel Detail Preparation.
Status - Released.

X7224198 Identification of Parts. Status - Released

X7224199 Material Traceability Procedures. Status -

Released

FZM-6183A Corrosion Prevention Requirements AMAVS
Program. Status - Released.

FMS-1108 Aluminum Alloy 7050 Plate, Fracture Toughness
Tested. Status - Released.
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F14S-l09A Titanium Alloy, 6A1-4V, Beta Annealed Bar,
Forged Billet and Plate. Status - Released
with Amendment No. 1 prepared and in final
sign-out.

FMS-llll Procurement Specification for Steel Alloy,
10 Ni-2Cr-lMo-8Co (10 Nickel) Bar, Forged
Billet and Plate. Status - Released with
Amendment No. 1 prepared and in final sign-out.

FMS-1112 Wire, Welding, Type 10 Nickel, Specification for.
Status - Released with Amendment No. 1 pre-
pared and in final sign-out.

FMS-1113 Proposed Procurement Specification for Titanium
Alloy, 3AI-8V-6Cr-4Mo-4Zr (Beta C) Sheet and
Plate. Status - Prepared and submitted to
vendor (RMI Company) for review and comment.
In hold pending vendor comment.

FMS-1114 Brazing Alloy, Silver-Aluminum-Manganese,
Strip, Specification for. Status - Released

FMS-1115 Wire, Welding, 6A1-4V, Titanium Alloy, EKtra
Low Interstitial. Status - Released with
Amendment No. 1 prepared and in final sign-
out.

0 0FMS-1116 Adhesive System, 270 F Cure, 180 F Service
Temperature. Status - Released.

FPS-1074 Fusion Welding, Electron Beam, Specification
for. Status - Released but will require
minor revisions.

FPS-1092 Processing and Quality Control of Adhesive
Bonded Assemblies. Status - Released along
with Amendment No. 1.

FPS-1093 Aluminum-Manganese (Al.-Mn) Alloy Plating,
(Electrodeposited). Status - Released but has
limited distribution based on licensing require-
ments from National Steel Corporation.

FPS-1094 Furnace Brazing of Titanium and Titanium
Altoys, Specification for. Status - Released.
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FPS-1095 Fusion Welding Process, General Specification
for. Status - Released

FPS-1096 Heat Treatment and Process Requirements - 10
Nickel Steel. Status - Released but will
require minor revisions.

FPS-1097 Inspection Processes and Acceptance Standards
for Fusion Welded Assemblies. Status -

Released but will require minor revisions.
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2.1.5 Information Transfer

During the reporting period the final technical summary
report for Phase II, Detail Design, was completed. The report,
AFFDL-TR-74-17, is in publication for distribution by the AMS
Program Office. The report detailed the design, analysis and
testing accomplished in Phase II and presents rationale for select-
ion of the "No-Box" Box configuration for manufacture in Phase III.

The first progress report film was completed and submitted to
AFFDL. The film is 16 minutes in length and covers the Phase Ib,
Preliminary Design, and Phase II, Detail Design. Considerable
effort was expended to make the movie unique in featuring the
integration of all disciplines during the Preliminary Design and
Detail Design phases.

As a continuing effort on the part of contractors and AFFDL,
ADPO, to disseminate all data obtained in the Advanced Development
Programs, a complete morning session of the AIAA/ASME/SAE 15th
Structures, Structural Dynamics and Materials Meeting was devoted
to a panel discussion of the U.S. Air Force Advanced Metallic

Structures Program. A technical paper on the Advanced Metallic
Air Vehicle Structure (AMAVS) Program was presented during
the panel discussion. Two additional technical papers that
were written as a result of the AMAVS Program were presented
later during the meeting. Two showings of the AMAVS Phase Ib
and II Progress Report film were also made during the course
of the meeting.

The second edition of the Material Property Data Test Report
was submitted in January 1974. This report summarizes all the
material property test results for Phases Ib and II. Further
test data will be incorporated into the report as the material
tests are conducted for the credible option test program.

The Material Test Plan and the Component Test Plan were
revised to include additional credible option testing and were
submitted to AFFDL for approval.

The Static,Fatiguejand Damage Tolerance Test Plan is nearing
completion and will be submitted to AFFDL for approval in June
1974.
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2.2 TESTING

2.2.1 Materials Testing

Materials testing as required by the initial contract was
completed prior to the reporting period. Additional material
testing has been negotiated and test plans are being formulated
for additional testing.

2.2.2 Components Testing

Component testing as required by the initial contract was
completed prior to the reporting period except for testing beyond
four service lives for one of the Lower Aft Rail Centerline
Splice specimens (Dwg. No. 603FTBO52). Additional fatigue testing
to a total of six service lives was accomplished on this cpecimen.
A static tensile test was then performed with failure occurring
at 962 kips (119% ULT) which concludes this testing.
Additional component testing has been negotiated and test plans
are being formulated for the additional testing.

2.2.3 Full Scale Testing

Testing is to be accomplished on a full-scale WCTS of the
"No-Box"boxconfiguration. This testing will be done at AFFDL
in the test setup shown in Figures 2.2.3-1, 2.2.3-2, 2.2.3-3
and 2.2.3-4. Convair will provide test planning, test fixtures
and the test article, and AFFDL will provide test equipment and
perform the testing. A description of the planned testing is
presented in Section 2.2.4 of this report.

The overall task of manufacturing and delivering test hard-4

ware is being performed in accordance with te plan outlined in
AFFDL-TR-74-17 except that major sub-assemblies of the simulated
fuselage are being built up earlier than planned and portions of
the upper fixture are being assembled later than planned
(during mating). This plan involves three shipments of hardware
and progress for each shipment is as follows:
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2.2.3.1 Initiat Shipment of Hardware

The test fixture base frame has been completed and most of
the load systems attachment structure has been installed on the
base frame. This is shown in Figure 2.2.3-5. Other load systems
hardware is in manufacture. Tasks are progressing on schedule
toward shipment of this hardware in early August 1974.

2.2.3.2 Second Shipment of Hardware

Manufacture of simulated fuselage sub-assemblies is
described in Section 5.0 of this report. Manufacture of the upper
fixture is complete except for the areas adjacent to the simulated
fuselae which will be assembled during mating. Part of this
structure (the forward section) is shown in mating in Figure 2.2.3-6
along with some of the mating tools.

2.2.3.3 Final Shipment of Hardware

Manufacture of the WCTS is in progress and is described in
section 5.0 of this report. Manufacture of dummy hardware
(wings, main landing gears, wing pivot pins and sweep actuators)
is also in progress with much of the work already complete. Some
of this hardware is shown in Figures 2.2.3-7 through 2.2.3-12.

2.2.4 Full Scale Test Program Test Planning

The preliminary test plan for the full scale test program
has been completed. The test plan is contained in two volumes
of FZS-219 dated I June 1974

o Volume I includes a description of the test article (WCTS),
test fixture, and test set-up and includes the detail test
requirements for the Fatigue Test Program, Ulcimate Static
Test Program, and the Damage Tolerance Test Program to be
performed on the WCTS.

o Volume II includes the details of the inspection require-
ments for all of the test programs and the locations of the
strain gages and deflection gages installed on the WCTS
and fixture.

The test program defined in FZS-219 consists of testing a

single complete full scale WCTS in one test fixture. The test
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Figure 2.2.3-8 DUMMY WING SWEEP ACTUATOR -DETAILS AND
SUBAS SEMBLIES

Figure 2.2.3-9 DUD4 MY WING SWEEP ACTUATOR -SUBASSEMBLIES
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Figure 2.2.3-10 DUMMY MAIN LANDING GEAR
SHOCK STRUT CASTING
SETUP FOR FINAL M;HINING.

Figue 2..3-1 DUMY MAN LADINGGEA

UPPER STRUCTURE HARDWARE
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Figure 2.2.3-12 LEFT HAND DUMMY WING-a
FINAL ASSEMBLY
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article will be installed in the test fixture and testing conducted
in the following sequence:

o Fatigue Test Program

0 Ultimate Static Test Program

0 Damage Tolerance Test Program

The following is a brief summary of each of the test
programs:

" The Fatigue Test Program consists of applying a flight-by-
flight spectrum loading to the WCTS for four service
lives, each life consisting of 1280 flights. Included in
the initial flight loading of the fatigue testing will be
a strain survey of the WCTS for each of the fatigue
conditions.

0 The Ultimate Static Test Program consists of applying
design ultimate load for five design conditions.

o The Damage Tolerance Test Program consists of applying
the test spectrum used in the Fatigue Test Program for
one additional life after incorporation of flaws in the
structure so that crack growth rates can be established
for the critical areas; At the conclusion of the damage
tolerance testing, one static test condition will be
applied in an intentional failure test.

The sequence of testing was chosen so as to provide the
greatest possibility of achieving the program objectives on a
single test article.

The test programs will include extensive NDI (Non-Destructive
Inspections) during the course of testing as well as strain
measurements to provide close monitoring of the structure.

A schedule of the Full Scale Test Program is presented in
Figure 2.2.4-1.
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SECTION 3

QUALITY ASSURANCE AND NDI PROGRESS

Quality Assurance and NDI activities are covered in this
section.

3.1 QUALITY ASSURANCE ACTIVITY

The Quality Assurance effort during this reporting period
was primarily concerned with updating and implementing Quality
Assurance policies. These policies have established the quality
controls in engineering documents and standards, process controls,
acceptance tests and manufacturing planning. In addition, com-
plete data documenting the manufacturing inspections and tests
and their results are being recorded, collected and maintained.
These records are providing complete traceability of product
quality from raw material through the completed assembly.
Special emphasis has been installed to control the fracture
critical detail parts and assemblies records. A system for posi-
tive identification, analysis and correction of quality problems
also has been established. Product discrepancies are recorded
on Quality Assurance Rejection Reports and dispositioned for
corrective action as determined by the authorized program engineer-
ing personnel.

3.2 WELD NDI DEVELOPMENT ACTIVITY

Since the provisions of FPS 1097 impose a "no cracks allowed"
specification, efforts were directed toward achieving 1907.
inspection capability with an NDI method that provides:

0 the smallest "crack" detection capability

o the optimum BSR & FSR (back surface & front
surface resolution)

o a range of weld thickness inspectability that
meets AMAVS requirements.

Specific problems to be resolved were primarily the traditional
weld structure noise of 6A1-4V titanium (signal to noise ratios),
the low or lack of response of vertical flaws, the weld structural
noise of 10 Ni (not as critical as that of Ti), and the presence
of responses which do not correlate with actual flaws during
destructive tests.
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It was established early in the program that shear and
delta ultrasonic methods did not satisfy the above requirements.-
Delta's excellent FSR and "flaw" sensitivity was very good for
parent material, but was unreliable for weld inspections. Shear
wave techniques were rejected for similar reasons.

The longitudinal pulse echo approach, utilizing 10 and 15
MHz focused, immersion type transducers presented the best
overall compromise for the inspection of the wide range of plate
weld thicknesses in the AMAVS program. Factors making this the
desirable selection are as follows:

o Full range of weld thickness inspection capability (0.250-
1.8 10 Ni steel; 0.250-1.3 in. 6AI-4V Ti).

0 Potential flaw detection to 0.015 inch overall diameter in
a plane perpendicular to the ultrasonic beam.

o Demonstrated ability to detect vertically oriented flaws
(with given limitations).

o Simultaneous flaw detection and flaw depth evaluation (+ 0.100
inch for worst case measurement).

o Clear cut, well defined signals (good signal to noise
ratios).

o The same technique concept applicable for both Ti and 10
Ni steel welds.

o Use of the same equipment, including transducers, for both
materials (UM 721 with 10 Ni Pulser Receiver, A311,Accuscaw
transducer by Panametrf.cs or 15 SIL transducer by Automation
Industries, and a bubler design permitting adjustable

4water depth).

0 Detection evaluation independent of the non-linearity of
the equipment. This is achieved through the use of
comparisons of flat but reference response voltages to
"flaw" amplitude response voltages in terms of voltage
ratios (DBs). Regardless of gain settings or flaw
depths, 50% amplitude is always 6DB; 25% is 12 DB; 12.5%
is 18 DB, etc., relative to the response of the flat
bottom hole selected, at the same depth as the flaw.

It was determined that shortening water travel may attenuate
near surface responses and may increase back surface responses.

3-2



*Increasing the water travel produces converse effects. These
effects are useful, in that a certain water travel depth can be
selected that presents the best compromise of usable response
amplitudes for a very thick weld, while selecting perhaps
another depth can enhance response at a given materiai depth.
This is possible only if proper response amplitude curves heve
been plotted.

Application of the above concepts in the tectanique used
produced satisfactory results on earlier experimental welds.
Flaws were invariably located at the frecasted depths in those
specimens that were made available for destructive testing. From
these initial observations, a first rough assessment of the range
of flaw depth was made as well as broad estimatc of flaw to
response amplitude correlation. Range f depth :ias estimated at
0.200 to 1.2 in. The correlation tests indicated between 0.015
to 0.080 inch defects for response amplitudes of 100% to 25%
relative to 2/64 FBH.

Formal "flaw" size correlation tests were later made on 5
specimens. These were ultrasonically inspected and selected
response were areas marked for sectioning. The data was re-
corded (amplitude, depth and location) and finally the specimens
were sectioned. The results are shown in Table 3.2-I.

The techniques used to correlate response amplitudes to
"flaw" size require extensive statistical analysis. The process
consists of repeated destructive teststhat show as many as possible
of the flaw conditions that may occur. Only the statistical
analysis of the accumulated data obtained empirically can provide
confidence in a conclusion that for a given flaw response there
exists an actual flaw of a given size or size range. The data
available to date is insufficient to categorically determine what
size of flaw exactly corresponds to 100, 50, 25 or 12.5 percent
of the selected refererce response amplitudes. However, based on
physical properties testing of the weldments, design engineers
have established a.50% ultrasonic reject level as related to a
4/64 inch diameter Flat Bottom Hole resoonse. Further testing
may require the establishment of a lower reject limit.

As*Ie from the limitations just mentioned with regards to the
size of flaw evaluation, the NDT technique, like any other, cannot
achieve 100% efficiency in flaw detection. Front surface and back
surface resolution mentioned in preceeding paragraphs are certainly
a limitation in "flaw" detection efficiency.
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Also, narrow vertical flaws that begin and/or end within the
ultrasonically blind FSR and BSR areas produce no response This
is true despite the fact that this same type of flaw is detected
at all other depths.

Another limitation that needs mentioning is the requirement
for a flat surface in the area of scan; any degree of tilt that
increases the thickness of the water interface couplant is un-
desirable. In addition, surface roughness in excess of the manu-
facturing limits set for the parts subject to this program
must be avoided.

In order to minimize the limitations, both X-ray and the
ultrasonic techniques are being used to inspect the AMAVS weld-
ments. Ultrasonics will permit detection of vertical narrow
flaws that occur a good distance away from the film in X-ray
tests. X-ray techniques will detect flaws that occur within the
blind resolution areas of the ultrasonic techniques.

Vb
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SECTION 4

MANUFACTURING ENGINEERING PROGRESS

Activity in manufacturing engineering was primarily in two
areas. The R&D efforts in Phase II were extended during the
period to implement developments into the fabrication of details
and components for the WCTS selected for testing. The second
effort organized a project group co-located with design engineering
for the purpose of planning and designing tooling as required for
manufacturing.

4.1 RESEARCH AND DEVELOPMENT

Developments during Phase II of this program were reported
in AFFDL-TR-74-17. Those which had potential use in fabrication
were designated for future expansion. The short supply of 10
nickel steel (HY 180) available during Phase II made it imperative
that programs involving stock cut-off methods, drilling, machining,
and welding be continued.

4.1.1 Taper-Lok Bolt Installation, 1.250 Inch Diameter

Tapered hole preparation and bolt installation for 1-1/4
inch diameter taper-lok fasteners created the need for specialized
portable power equipment, cutting tools and torque equipment. An
early survey revealed that cutting tools for this task required
nineteen weeks' procurement time and no portable power equipment
was available. Two major equipment manufacturers were conducting
development of prototype units for possible AMAVS requirements.

Preliminary evaluation of tool geometry for 1-1/4 diameter
tapered reamers was accomplished by modifying a core drill to
selected reamer configuration. Tests were conducted on a
stationary drill press to establish initial design data for
procured reamers. A tool design, CJ-2218-2-20 was made for the
1-1/4 inch diameter taper reamer and three tools were ordered.
These reamers are currertly in stock.

MR&D engineers witnessed operational tests of "Dresser

Industries", Quackenbush QDA-16 power feed drill on 21 March 1974.
Tests were conducted at the Houston "Cleco" plant. A special
set-up with a load dynamoter was used to demonstrate torque and
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thxust capabilities of the QDA-16. Torque of over 250 ft. lbs.
and thrust of 300 lbs. was witnessed before indications of motor
stall. Tests were repeated se-eral times with nearly identical
results. To evaluate estimated power required for reaming the
1-1/4" taper holes, a simulated set-up was made in-plant on
stationary equipment, equipped with a load dynamoter. These
tests showed that the QDA-16 has adequate power for the 1-1/4
inch diameter tapered reaming. The QDA-16, with the depth control
attachment, was recommended for procurement. Action has been ini-
tiated to purchase the unit with estimated delivery of 30 days
after receipt of order for the basic tool and 60 to 90 days for
the depth control attachment. Simulated parts are complete
for evaluation of the drill motor and cutting tools.

Torque requirements for installation of the 1-1/4 inch dma-
meter taper-lok bolt is 1200 ft.lbs. which exceeds in-plant
torque tools. A Snap-On Tool Corp., X4 Geared Head Wrench,
Model GA-185-3/4" to 1" - 2000 ft. lbs. capacity has been obtained
for this task.

This special equipment will not be used in production
until after the WCTS is completely assembled. The 1-1/4 inch
taper-lok bolts are installed when the WCTS is mated with the
aft simulated fuselage section prior to testing. This schedule
allows sufficient time for procurement and evaluation of special
equipment and related production activity.

4.1.2 Machining of 10 Nickel Steel (HY 180)

Designed tests have determined speeds, feeds and cutting
tool requirements for machining 10 Nickel steel. The following
recommendations for milling operations were made.

Profile and Pocket Milling (Roughing)

End Mill (Roughing): ATF-Fette, Cobalt HSS 2.0" dia. x 8
-~~ fit. 2", 4", 6" flute length

Side Milling (Cutter dia. depth max.) - 1/2 Cutter dia.
Flute length (in.)

Cutter direction: Climb or conventional optional
Cutting speed: 40-50 SFM
Cutting feed: .006-.007 inches per tooth
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Shell Mill (Roughing): ATF Fette Cobalt HSS 3, 4, 5" dia.

Side Milling (Cutter dia. depth max.) - Cutter dta. in.

Cutter direction: Climb or conventional optional
Cutting speed: 40-50 SFM o
Cutting feed: .005-.007 inches per tooth

End Mill (Finishing): GD/FW 34C - Series multiflute
Cobalt per TMS Cu-25.002

Side Milling (Max. cutter dia. depth) - 1/2 Cutter dia. in.
(flute length)4

Cutter direction: Recommended conventional
Cutting speed: 50-60 SFM
Cutting feed .003-.004 ipt

Slot Milling (Pocket roughing): GD/FW 34C Series
Cobalt per TMS CU-25.002

End milling (Max. depth of end mill - Cutter dia.
(flute length)2

Face Mill (Skin milling)

Cutter: 6NXRT-1A Lovejoy Step
6.0" dia. 70 positive axle, 40 positive radial
Insert SPG 638

Max. depth of cut: .10-.15 Max Width of cut: 90-95% of dia.
Cutter direction: Direction that clears heel of cutter
Cutter speed: 130-140 SFM
Cutter feed: .004-.005 ipt

All milling operations are to use copious flow of coolant
(Gulf HD 51 or Stuart HD950) to chip cutting area.

Machinability ratings for 10 Nickel Steel have been estab-
lished and are presented in comparison to better known materialsin Figure 4.1.2-1.

Surveillance and technology assistance is currently being
provided in specific areaa of machining when isolated milling
problems arise and cutting tool changes not covered by previously
issued data are required.

Data established to date is sufficient to machine the 10 Nickel
components, however low metal removal rates and short cutter life

emphasize the necessity of continued development of metal removal
methods for cost effective production.
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Machine Operation: Boring, turning, drilling and reaming

Material Condition Machinability Rating

D6ac steel *220-240 ksi .2
Hy 180 (10 Ni steel) 200-205 ksi STA .5
6A1-4V titanium 180-185 ksi STA 1.0
7075 aluminum 60- 75 ksi T651 9.2

Machine Operation: Band sawing, end milling, face milling

D6ac steel *150-155 ksi (Norm) 2.0
Hy 180 (10 Ni steel) 180-186 ksi ST .6
6AI-4V titanium 180-185 ksi STA 1.0

7075 aluminum 60- 75 ksi T651 20.0

*Condition machining operation is normally performed.

Figure 4.1.2-1 MACHINABILITY INDEX

A

IAA
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4.1.3 Evaluation of Machine Cut-Off Methods

Machining tests to evaluate stock cut-off methods for 10
Nickel steel and titanium plate stock to detail part sizes have
revealed that band sawing, abrasive wheel sawing and planer tool
parting are unsatisfactory methods.

Cutting rates for plate sawing and abrasive cutting is
expressed in terms of area of material cut (sq. in.). This is in
contrast to most other machining methods where material removal
is measured by volume (cu. in.). The machinability factor of a
given material is constant regardless of thickness. The change
in cutting time due to thickness is caused by cutting media
limitations. Thick sections present problems of chip removal from
deep cuts. Fewer teeth in band saw blades and coarse grit
radiac wheels are required which contribute to lower cutting rates.
In 5 to 7 inch stock thickness machine power becomes a limiting
factor.

The following information is from recent evaluations in
cutting 6A1-4V titanium billets.

DoAll Pan Arm Saw (Contour capability.- Manual feed)

1 Sq. In./Min. - 1" through 2-1/2" material thickness

1/2 Sq. In./Min. - 2-1/2" through 7" material thickness

1/4 Sq. In./Min. - 7" through 10" material thickness

These figures may vary slightly depending on operator technique,
machine condition and other variables.

Continental Production Saw (Bar Stock Cut-Off - Power Feed)

The Continental bandsaw has a heavy blade, hydraulic feed,
and a powerful motor. It can provide 40-50% cutting rate
improvement over the DoAll Pan Arm saw.

iZ
Tysaman Abrasive Saw (40 HP, Mechanical feed plus oscillation

and coolant)

Three pieces were cut on this machine. Rates were as follows:

.82 Sq. In./Min. - 2 inches material thickness

.87 Sq. I-./Min. - 4-3/4 inches material thickness

.3 Sq. In./Min. - 7 inches materiL thickness
4-5
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The 7" thick piece includes down time to remove broken wheels
imbedded in the work and to turn the part. The test wheels
were 46 grit aluminum oxide with rubber bond.

Slitting (slotting on a planer)

Two pieces 6" thick x 56" wide were cut on planers using
progressively thinner slotting tools to cut half way through
then turning the workpiece over to cut from the opposite
side. Each piece required 16 hours including set-up time.

61' x 56" in 16 hours - .35 sq.in./min.

Limited experience in the use of a planer for material cut off
makes it difficult to predict cutting rates for other thicknesses.
It is not intended that this method will be pursued.

4.1.4 Development of Flame Cutting Methods for Stock Cut Off -
Titanium and 10 Nickel Steel

Inquiries to suppliers and processers of 6A1-4V titanium
alloy and 10 Nickel steel revealed that flame cutting techniques
were being employed for trimming of heavy plate stock in the 7-
inch thick range. Insufficient data was available for utilizing
the process in making detail part cut-offs. It was necessary to
conduct tests to determine basic parameters and allowances.

Equipment and General Cutting Method

The equipment used was a "Mono-Trak" (Liquid Carbonic)
cutting machine featuring 3-axis manual controls and a 2-axis
optical tracer system. The cutting gas was oxygen and the fuel
gas Mapp (Dow Chemical Company stabilized methylacetylene-
propadieue) a modified form of acetylene. The preheat flame was
adjusted to a slightly fuel rich condition. Straight line cuts
were made by following scribed line layouts on the plates using
manual controls. Non-linear cuts were made with the optical
tracer system, using mylar templates.

Tests and Flame Cutting

Tests were designed to eevelop the process and obtain data
for establishing firm procedures utilizing flame cutting as a
method of producing detail part stock sized for machining. The
basic needs were:
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" Satisfactory cutting parameters

0 Effects on material adjacent to the cuts

0 Heat affected depth

0 Kerf configuration

" Machining problems after flame cutting

Test pieces in selected thicknesses of both 10 Nickel and
6A1-4V titanium alloys were prepared to provide a cutting path of
approximately 7.0 inches length. Observation of the test pieces
during and after cutting was used to compile the parameters shown
in Figure 4.1.4-1.

Specimens for macroscopic analysis were removed from the
flame cut surface by electrical discharge machining. After
polishing, the heat affected zone was clearly visible and
measurements were taken to determine the extent of removal
required to expose unaltered material. The titanium heat
affected allowance was determined to be .200 inch and the 10 Nickel
steel allowance was .400 inch depth. These figures were the
same for all thicknesses. See Figures 4.1.4-2 and 4.1.4-3.
Typical microhardness values are shown in Figures 4.1.4-4 and 4.1.4-5.

Kerf dimensions were determined by measurements from pieces
that were realigned to original position after cutting. This
information is included in Figure 4.1.4-6.

Flame cutting operations on steel and titanium are compared
in Figures 4.1.4-7 and 4.1.4-8.

No difficulty was encountered in cutting the 6A1-4V titanium
alloy in thicknesses up to 7.25 inches. Maximum thickness
for 10 nickel steel was 6.4 inches thick.

Certain preparations were found to greatly aid the flame
cutting of 10 Ni steel. Complete removal of mill scale from the
surface nearest the cutting torch was required. This was accomplished
by grit blasting or machining of the surface. Mill scale on the
side opposite the torch had no apparent effect. Nearly perpen-
dicular billet edges were required for initiation of the cutting
action. This was accomplished by machining the edge or by hand
grinding local areas.

4-7 J
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STEEL ALLOY, 10 NICKELFMS-1111

MATERIAL CUTTING PRESSURE (PSI) CUT. SPEED PREHEAT OF
THICKNESS TIP SIZE FUEL OXYGEN IN./MIN. OVEN LOCAL

5.40 31 11 90 6 300

4.40 38 11 90 5.5 300

3.50 44 11 90 4.5 300

1.80 44 11 90 7-8 - 300

1.00 52 11 85 7 - -

TITANIUM ALLOY, 6AL-4V, FMS-1109

MATERIAL CUTTING PRESSURE(PSI) CUT. SPEED PREHEAT F
THICKNESS TIP SIZE FUEL OXYGEN IN./MIN. OVEN LOCAL

7.50 44 11 90 20

4.50 49 11 80 25

3.75 49 10 80 28

3.00 49 10 80 30

2.75 49 10 85 30-35

2.50 52 11 90 35

0.50 56 11 80 45

Figure 4.1.4-1 FLAME CUTTING PARAMETERS
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DEPTH (IN.) HARDNESS (RC)
.003 38
.005 38
.C08 38 NOTE: THIS
.010 40 FIGURE SHOWS
.012 40 FIRST 7
.015 42 READINGS.
.040 42
.065 42
.090 42
.115 41
.150 42
.200 40
CORE 41
CORE 42
CORE 40
CORE 41

Figure 4.1.4-5 IIICROHARDNESS VALUES OF FLAME CUT SPECIMENS
(10 NI STEEL ALLOY)
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KI - INITIAL CUT KERF

KT - TOP SURFACE KERF

K = INTERNAL KERF 1.00"

R - HEAT AFFECTED ZONE -K

MATL. "T" KI  KT  K R TORCH PATH

10 Ni 1.00
10 Ni 2.00 .250 .17 .400
10 Ni 3.50 .700 .350 .200 .400
10 Ni 4.50 .800 .500 .200 .400
10 Ni 5.00
10 Ni 6.40 .900 .700 .400 .400

6-4 Ti .50
6-4 Ti 1.00
6-4 Ti 2.50 .125
6-4 Ti 3.00 .187
6-4 Ti 4.50 .850 .550 .250 .200
6-4 Ti 5.00
6-4 Ti 6.00
6-4 Ti 7.50 .850 .550 .250 .200

- -- - KT

4 K

R

T 
,

1 *1

Figure 4.1.4-6 KERF DIMENSIONS
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Figure 4.1.4-7 FLAME CUTTING 6.4" 10 NICKEL STEEL PLATE
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It was found that preheating 10 Ni steel to 200-300°F made
cutting easier to start and maintain. All material in excess of
2.00 inches thickness was oven heated to 3000F prior to cutting.
Where this was not practical because of size limitations, the
starting area was preheated with an acetylene torch.

4.1.5 Electron Beam Welding of 10 Nickel Steel

Electron beam welding procedures for 10 Ni steel were es-
tablished during Phase II for .5 inch thick material; however,
material above 1.0 inch thick had not been successfully welded.
During this reporting period, effort was expanded to establish
welding procedures for 1.6 and 1.8 thicknesses which are repre-
sentative of the fore and aft bulkhead upper caps.

One of the basic troblems with electron beam welding thick
sections of 10 Ni steel was the occurrence of microfissures or
cracks at the center of the depth of the weld. This apparently
was due to the poor heat transfer and the fact that the width of
the weld at the mid-point was greater than the width at the top
or bottom. Another problem was the tendency of the molten column
to sag creating a heavy globular underbead and severe underfill
on the face of the weld.

Weld parameters that were investigated include variations of
voltage, beam current, weld travel speed, beam diameter, bean,
oscillation, multipasses, filler wire and back up plates.

Electron beam welding procedures were established for 1.6 and
1.8 inch thick 10 Nickel steel using a single pass with an option
of a wire feed cosmetic pass as shown in Figure 4.1.5-1. The
root of the weld required a clean up using GTA weld repair as
shown in Figure 4.1.5-2.

These procedures were used to weld seven test plates for
engineering evaluation of EB welds in 1.6 inch thick 10 Nickel
steel. Plate sizes are 11 x 12 and 5 x 16. One plate identified
as H-89 nsed extensive GTA repair. This provided verification
that local areas of EB welds can be repaired by GTA welding and
still meet specifications. Documentation of inspection records
and mechanical property data is presented in the Materials
Engineering Section 2.1.4. The welding of these test plates and
mechanical property data obtained verified the welding schedules
and assisted in certification of the operator and welding equip-
ment.
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Im

:1! Representative Test sections of the upper rail joint as shown
in Figure 4.1.5-3, have been welded to verify the welding pro-

Icedures for Tee sections and to prove the production tooling.
Sections welded were 1.8 and 1.6 inch thick. Welding of these
items established the weld schedules and certification for the
production parts. Weld schedules are shown in Figures 4.1.5-4
and 4.1.5-5. Parts submitted to X-Ray and ultrasonic inspection
were of Class I quantity. The inspection records are shown in
the Materials Engineering Section 2.1.4.

A standard of I gauss maximum was established for demagnetiz-
ing of parts to be electron beam welded. This requirement did
not present any problems during development welding on small
pieces of material. However, the larger size production parts
presented problems. The gauss readings do not remain stable and
tend to increase during transportation and weld set up.

Vacuum Chamber Extensions

Due to the excess length of the four bulkhead cap assemblies,
X7224071-9 and X7224091-9, chamber extensions were required.
Chamber extensions were designed and installed as shown in
Figure 4.1.5-6.

The existing chamber was 74 inches long. The overall length
of the caps is 103 inches. The extensions shown in Figure 4.1.5-6
are 18 inches in diameter and 40 inches long. The existing
windows were removed and bolted to the outboard end of the
extensions. It should be noted that the extensions are supported
by die wagons equipped with cradles that have four adjusting
bolts for levelling and to distribute the pressure on the door
seals. The total volume of the chamber was increased from 53
cu. ft. to 65 cu. ft. by adding the two extensions. It was
originally anticipated that the pump down time would be increased
but actual experience has shown that with an average load the pump
down to welding vacuum of 3 x 10-5 mm/hg. is 10 minutes. Leak
rate is minimal since the chamber has been pumped down on Friday
and still had vacuum on Monday.

4.1.6 GTA Welding Development of 10 Nickel Steel

Weld groove configuration for .65 inch thick material was
established during R&D investigations. The configuration was
used on test plates made for certification of welding procedures.
The same groove was machined on webs and caps of the forward and
aft bulkhead weld joints.

4-17
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ELECTRON BEAM WELDING SCHEDULE

Schedule Number A.,AVS No. 2 Date 5-3-74
Port NumberX22071-9 Port Name GAP WELD SUBASSY. Material Type 10 NI HY180)
Serial Number 402629 Tool Number T17315 Matl.Thick 1.83
YF 992 Bulkhead Filler Wire Type Low Alloy (HY D80) DIameter .062

10 Ni CR-MO-CO
Ht- No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

0 0 0 1 41 51.21 12 !6 0
Seconds Seconds Slope Slope Run

1116ii 2 10 2 0 2 0 1 I7 ii

OSCI LLATOR
AXIS XF 1  YF- " FREQUENCY, KC [- [ jRANGE iII
ATTENUATION, Db [ill jMETER RANGE r METER.READING[

CENTER CONTROL PANEL SKETCH OF JOINT
BE-AM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM

Pass I'4 417 1010
Pass 2 12 2 .0 M 2 0
Pass 3

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT

5 .2D2 DCAmps. 068 AC Amps. 076 _

GUN ELEMENTS
GUN TYPE, KV ill BIAS On - Off---]
FILAMENT, MA 6-- METER, ACVOLTS IZIZ
CATHODE, MA 5 VOLTAGE ADJUST. LIIL]
ANODE, KV/MA 7--_
SPACER, Inches . 0 70 GUN-TO-WORK DISTANCE, Inches 3 .5

OPERATOR'S STATION CONTROL
X-AXIS On = Off[---] Y-AXIS On M offt[
DIRECTION Fwd.Li" Re4.I_- DIRECTION Fwd.=i Rev. X

TRAVEL SPEED, IPM TRAVEL SPEED, IPM I1 2 0

WIRE FEED On [ Off= INCH PER MINUTE 2
BEAM ALIGNMENT ZEI FOCUS ADJUST. 5.22

HIGH VOLTAGE ADJUST. N - - AVR Lock UnlockEE

X-Ray Serial Number
Mag. Inspection Operator N. E. Wedel
Acceptance Standard MRBD Engineer J. C.QCol .....
Metallurgical Exam. Process Control

Figure 4.1.5-4 ELECTRON BEAM WELDING SCHEDULE - X722071-9
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ELECTRON BEAM WELDING SCHEDULE

Schedule Number AMAVS No. 1 Dote 5-3-74
Port Number X7224091-9 Port Name CAP WELD SUBASSY. Material Type 10 NI THY180)
Serial Number F402625 Tool Number T17315 Mot'l.Thlck 1.60

YF932 Bulkhead Filler WIreType Low Alloy HY180 Diameter .06
I0 Ni CR-MO-CO
H-. No. 51361

UPPER CONTROL PANEL
HV START MOTOR START HIGH VOLTAGE SPEED ADJUSTMENT

Delay Delay Initial KV Final Initial and Final

1 o o1 1 1 0 10 ol 4 126 0 N/A

Seconds Seconds Slope Slope Run

EoI I0o1 [15 120110 lofl~o 12 ,0 f 2 10 1 I I
OSCI LLATOR

AXIS XD Y-] FREQUENCY, KC RANGE
ATTENUATION, Db L METER RANGE METER READING=IIJIII

CENTER CONTROL PANEL SKETCH OF JOINT
BEAM CURRENT, MA HIGH VOLTAGE,KV TRAVEL, IPM
Pass 1 3 8 0 4 161.01 I 2

Pass 2 2-Ij 21 01
Pass 3

FOCUS CURRENT METER GUN FILAMENT METER FILAMENT ADJUST POT. TYPE OF JOINT

l-=-I-i DCAmps. o16 8 ACAmps. 7 6 Tee butt with backup bar

2- 5 .9 5 GUN ELEMENTS

GUN TYPE, KV 6 BIAS On D-Off--
FILAMENT, MA 5 METER, AC VOLTS DZ.Z
CATHODE, MA 7 5 0 VOLTAGE ADJUST. Z.ZII]
ANODE, KV/MA F 7T 5 l0 FaCe FocUs
SPACER, Inches .1 0 0 GUN-TO-WORK DISTANCE, Inches

OPERATOR'S STATION CONTROL
X-AXIS On = Offfl Y-AXIS On Offj

DIRECTION Fwd.F-l Rev.=- DIRECTION Fwd.l Rev.X-

TRAVEL SPEED, PM TRAVEL SPEED, 1PM 1 2 0

WIRE FEED On F-j Off ' INCH PER MINUTE 2 5 .0

BEAM ALIGNMENT I I I I FOCUS ADJUST. 21.2 2
HIGH VOLTAGE ADJUST. NO D AVR Lock = UnlockE1

X-Ray Serial Number

Mag. Inspection Operator N. E. Wedel
Acceptance Standard MR 8 D Engineer J. C. Collins
Metallurgical Exam. Process Control

Figure 4.1.5-5 ELECTRON BEAM WELDING SCHEDULE - X7224091-9
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Figure 4.1.5-6 EB WELD CHAMBER EXTENSIONS
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Welding from both sides of the parts was evaluated as a
method of controlling weld shrinkage. This approach required
excess handling and set up time and the decision was to make
all welds from one side of a bulkhead. The machined groove for
tb .65 inch material is shown in Figure 4.1.6-1.

Weld warpage tests were made. A .65 inch thick test specimen
was welded to determine the exact amount of warpage and prebow
necessary to offset the warpage in a welded assembly. The specimen
was welded using the production shape groove and welder certifica.-
tion settings. The resultant warpage was measured and calculated
to be 49 minutes. A prebow of 49 minutes was then incorporated
into the production tool as illustrated in Figure 4.1.6-2.
This tool was used for welding both the upper and lower caps to
the bulkhead webs.

GTA welding of the 1.8 inch thick upper cap splice joint was
investigated using a modification of the weld groove developed
for the .65 inch thick material. The included angle was changed
from the 400 shown in Figure 4.1.6-1 to a 200 included angle.
The 200 angle was used to reduce the number of weld passes required
and also to minimize the weld warpage in the 1.8 inch thick joint.
The welding schedule established for the .650 inch thick material
was used for the 1.8 inch material. A total of 72 passes were
required to fill the weld groove.

Excess weld bead was removed by machining. The X-Ray
indicated excellent weld quality.

The 1.8 inch thick test specimen was set up with a .090
inch spacer under the center of the test specimen. This was to
prebow the specimen to offset weld warpage. After welding,
approximately .030 inch prebow remained in the part.

4.2 MANUFACTURING ENGINEERING -

TOOL PLANNING DESIGN AND FABRICATION

Manufacturing engineers assigned to design coordination
during Phase II obtained fabrication cost estimates on all
designs for cost-to-weight trade-off studies made during the
design phases. Cost of these components influenced the selection
of the "No-Box" Box configuration for fabrication. From these
Phase II studies the manufacturing planning, tool requirements,
and fabrication processes were established for the manufacture
of a single WCTS test article in the current Phase III period.
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Figure 4.1.6-1 WELD JOINT DESIGN FOR GTA WELDING OF
10 NICKEL STEEL

CAP

491"

Figure 4.1.6-2 TOOLING PREBOW FOR GTA WELDING

A 
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4.2.1 Manufacturing Engineering Policy

The basic tooling and manufacturing policy was formulated
to accomplish the detail fabrication and assembly of the end
article economically and efficiently with particular emphasis on
quality. Detail part fabrication tools and methods were chosen
on the basis of complexity and economy. Standard mill vices,
angle plates, rotary tables, etc. were utilized where possible to
eliminate special tools. Template type duplication patterns
made from existing numerical control master design layouts (MSLO)
were %sed on conventional machine routers and profilers.
Numerical control tapes were prepared for high cost and complex
machined parts of 10 Nickel steel and titanium.

Subassembly tools were limited to use only where they
removed a significant amount of work from the final assembly
fixture or provided the most economical method of assembly.

Details for adhesive bonded assembly tools were made for

left hand assemblies only where left and right hand parts were
mirror images. Tool and bonded assembly fabrication was scheduled

to allow time for disassembly of the left hand tool details and
reassembly of details on the same base to provide for right hand
assembly bonding. Elimination of the right hand base and
details followed the minimum tool concept for the program.

4.2.2 Manufacturing Plan for WCTS

The assembly sequence of the major components which comprise
the WCTS is presented in Figure 4.2.2-1. For scheduling purposes
the planning stations 1 through 5 have been established as shown
in Figures 4.2.2-2 through 4.2.2-6.

Tool planning, design, and manufacturing including N/C
tape programing and try-out proofing was scheduled to follow
fabrication schedules shown by planning stations in Figures
4.2.2-7 through 4.2.2-11.

4.2.3 Manufacturing Cost Estimates

Cost estimates for material, detail part fabrication,
assembly of details, and all related manufacturing engineering
and tooling functions were prepared in Phase II as previously
stated. These estimates were made by detail part numbers from
preliminary manufacturing analysis (PMA) forms for the cost of
manufacturing one WCTS only.
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X7224034
UPPER FLANGE, CLOSURE RIB

X722401 1 X7224037

X7200UPPER PIVOT LUG X7206Y94SHEAR LINK FTG\

BLKHD YF92. OTBO SEGMENT X7224 162 ANGLE, RIB-PVT LUG SUPT,\,

-3 N LWR FAIRING SUPT

UPPER FWD LONGERON

UPPER SUPPORTI

X7224096 ANGLE, X7,240,6 X7224153 X<7224035
UPR YF932 B0)1HD CAP UPPER INBD CAP, YF992 BLKHD BEAM UPPER, XFl 19 X7224157 AFT FLANGE, XF119 RIB

X7224087 X7224065 BEAM UPPER - YF932 X722436-~
SPLICE ANGIE~ X7SPICE1NGL

& PLTE EAMUPPE, Y992STIFFENI.RS
S'if932 BLKH-D CAP X7224125FEI~R 7243

AF UPT, XF39 R1B89 
a

X7224068 X7224032
STIFFENER, XF1 19 FTG, WI: IG

X7224069 ACTUATOR BACKUP

STIFFENER, XF103
XX7224085

X7224066GUSSET XF119

LVIR SP'LICE PLATE FWD SUPT, XF3? RIB

X7224 127
SUPT, DRAG BRACE XF3T n!8

K WISE
-X7223931

O' MLG, TRUNNION FTG XF75.5 X722415.X245
X722393r 0180 UPPER COVER UPR CTR COVER X722406i

MLG RUNION TG F 2ACCESS COVER, BLKHD YF992
MLG RUNNON FG XF2 -X7224159

. 'X723920SUPT, UPPEk COVER

$IDE BkAC, FTG

COMWLETED ASSEMBLY

X7224 156
SPLICE STRIP XF84

Figure 4.2.2-1 ASSEMBLY SEQUENCE
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ITEM PART NUMBER DESCRIPTION

1 X75241 -7 LOWER LUG
2 X7M417 REINFORCING PLATE
3 X7224172 PANEL, X38-8
4 XM4173 COW1"R PANEL
5 XT'224163 LWR FAIRING SUPT XF119
6 XTZ483 LWR FLANG XFI 9

7 X72240 LWR FWD LONGERON FTG
8 X7"24I$ LWR q LONGERON
9 X7224113 LWR FLANGE, 0- RIB8

10 XM4181 SUPT, DRAG BRACE FTG
COMPLETION OF STATION 1 11 X7M4174 LWR FAIRINS SUPPORT XF95.5

12 XTM941 DRAG BRACE FTG
13 XM4122 LWR ATTACH ME MBER, XF39 RIB
14 XM4126 LWR STRAP, XF39
15 XM4182 STIFFENERS, LWR PLATE

Figure 4.2.2-2 STATION I - LOWER PLATE ASSEMBLY SEQUENCE
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X 7226031

WEB, CLOSURF RIB

6009DOC-X 7241

X7?410 XF84 R I

X7243 7224170 X

WRIP IVO LUG SY F4

00

X72240905

AFTPNE FLANGE RFI RIB

X722X472403 X 722403~ .> BEA UP7F3

X 72240066

ST7FEER24155215

9~~BA NjPEA -P -YF932

FIG, WING ACTUIATOR BACKUPSTF
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1- -11 f"Ir i -

.- X7224070

X7224131BLKHD YFQ92, OTBD SEGMENT

XF84 RIB

00 f

PANEL XF39 RIB8
,X7224034 X241

CE. CLOSURE RIBUPEPIOLG

AGE WR FA IR ING SUPT

53 X7224157
'XF 19 BEAM UPR -YF932

X7224158
~~V BEAM UPR - YF9

STENER, XF119

STIFFENER, XF103

\\ X7224085 COMPLETION OF STATION 2

GUSSET XF119

Figure 4.2.2-3 STATION 2 -MANUFACTURING SEQUENCE
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X7206X247

ANGLE, UPR YF932 BLKHD CAP UPR INBD CAP, YF"2 BLKHD X7224113
SU SPT, CL RIB

SPIEAGESPLICE ANGLE X7224114
ANDBEAM -TRANSVERSE,.Q RIB

YF932 BLKHD CAP-. UPR SUPT, XF39 RIB

AFT SU PT, XF39 R IB

X722406601

LWR SPLICE PLATE FWD SU PT, XF39 RIB8 PANEL, CL RIB8

SUPT, DRAG BRACE XF39 R IB

COMPLETION OF STATION 3

Figure 4.2.2-4 STATION 3 -MANUFACTURING SEQUENCE
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X 7224061 -

PANEL YF992 BLKHiD

X7224064
STIFFENER, YF93

44 X 224~-"~GUSSET, YF432

CIR PANEL ... X7224083
YF932 BLKH OTO PANEL, YF932 BLKHD4

X7224088
SUPPORT, YF932 Y P

X7224064 STIFFENER, YF992 BLKHD I
STIFFENER. YF992 BLKHD

X72240671
BEAM, YF992 BLKHD

A' COMPLETION OF STATION 4

4-32



X 7223931
MLG, TRUNNION FTG XF95.5o: X722930
MLG TRUNNION FTG XF72

ft X224151 X7224159
'&, , -7239OTBD UPPER COVER SUPT, UPPER COVER

MLG SIDE BRACE FTG

-VIEWA
ROTATED tW CLOCKWISE

X7223950X7224156

X722950 , SPLICE STRIP XF 84

WING SWEEP ACTUATOR FTG
X7224062

ACCESS COVER, BLKHD YF992X7 22150 .

UPPER CTR COVER

/4

N4

COMPLETION OF STATION 5

Figure 4.2.2-6 STATION 5 - MANUFACTURING SEQUENCE
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The PMA forms were prepared by manufacturing engineers as a
part of design and trade study activity. A typical PMA of a
detail part is shown in Figure 4.2.3-1. As a minimum the forms
contained the following basic information.

1. Starting material size and condition
2. Manufacturing process
3. Special machines as required
4. Tool requirements
5. Estimated cost of tooling in hours
6. Estimated cost of part fabrication in hours

Estimates of cost were coordinated with industrial engineers
for overhead rates and allocations. Tooling departments prepared
estimates for planning, design, and fabrication of support tool-
ing. Fabrication departments supplied detail parts and assembly
estimates.

Cost data was compiled for major components and total WCTS.

These estimates became the basis of budgets and manloading for
manufacture of the one test article.

4.2.4 Manufacturing Engineering Coordination

A manufacturing research and development engineer was
assigned as a manufacturing engineering project coordinator for
all fabrication of the WCTS and related simulated fuselage
sections. The coordinator was assigned manufacturing specialists
o perform coordination tasks in the prime areas of (1) stock

cut-off, sheet metal fabrication, sub-assembly, and adhesive
bonding; (2) machine shop and welding including-sub-contract
welding, (3) tool fabrication and cost control, and (4) fastener

hole preparation and final assembly. These special coordinators
were made responsible for activities from engineering, planning,
and fabrication and were permitted to draw on other manufacturing
talent for support as required.

4.2.5 Tool Planning and Design

A select group of tool planning and tool design personnel
was co-located in an area adjacent to design engineers, quality
assurance engineers, and factory coordinators. The planning group
was comprised of specialists for planning sheet metal details,
machined details, weldments, adhesive bonding, and assemblies.
A special group for numerical control planning and tape programming
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PRELIMINARY MANUFACTURING ANALYSIS Sheet_/ofL

Date

PART NO. )(722 4176- 1 /R CHANGEL N/A DASH NO. VZL

NAME 7? ewIA;OReMKY" - PVo0 L Uo,. zo/w-& REQ.PER A/C /1

MATERIAL 2.400 - %MS /3/ -- ZOA/Z PROD. QTY. J

MANUFACTURING PROCESS MAN-00 0M PLArE METHOD NO. J

Prr

_ _ _ _ _ _ _ AWiAs fAW

1. FtAME M&r M A 1//~ f i ~ 5Aks__

2. MLL AP BU RACE -r m£iMrL , 30_
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_ ~~~PIrA =I I =
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F~igure 4.2.3-1 COST ANALYSIS OF LOWER PIVOT LUG REINFORCEMENT
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was retained in their original location due to accessibility to
computers.

A special-assembly tool design team was established to work
in conjunction with an assembly tool planner, the assembly special-
ist assigned to project coordination, and other coordinating
personnel assigned to the program. The team designed minimum
assembly and coordination tooling required for the WCTS and the
forward and aft simulated fuselage assemblies.

Tool manufacturing estimators made cost estimates as tool
designs were released for fabrication to be sure that tools, as
designed, did not exceed the budgeted cost.

4.2.6 fastener Holes - Numbering and Planning for
Special Tools - WCTS

Asseumy of the WCTS will require approximately 6500
faszeners. Apprcyimately 1500 of these will be taper-lok bolts.
installa:.ons of lasteners will require many combinations of
power fed drilling and reaming equipment. Special drills and
reamers of assorted sizes and lengths and specially designed
drill plates with adaptors for accepting the drilling equipment
will be needed.

A new procedure related to hole preparation and fastener
installation was devised for fabrication of the WCTS. The basic
plan was to install a numbering system fnr all holes and related
fasteners. Each hole would be treated much in the same manner
as a detail part during tool planning, hole preparation, and
fastener installation.

Implementation of the system was a joii.t effort between
manufacturing engineers and design engineers with manufacturing
engineers establishing the actual hole numbers as a function of
the tool planning tasK. Responsibility for maintaining the
system will be transferred to design engineering at the completion
of all engineering drawings. In general the procedure is as
follows.

1. Code each plane or surface as designated by engineering
drawings as a major attach surface. Use alphabetic letters to
identify each plane or surface.

2. Assign os d numbers (1, 3, 5, etc.) to fastener holes of
a designated plane of the engineering drawing. The corresponding
even numbers (2, 4, 6, etc.) becomes the right hand hole for the

4-41



opposite hand part as in conventional aircraft part numbering.

3. Manufacturing engineers are responsible for assigning hole
numbers at the pre-design level. A master numbered copy of each
fastener installation drawing will be furnished to the master
layout (MSLO) group of engineering. The MSLO group will show all
related details in the designated plane and each fastener location
will carry the plane code and hole number 3uch as Al, A3, A5, etc.

4. The completed full size MSLO drawings will be reduced to
conventionil blue print size and given er.gineering drawing numbers
for normal blue print distribution. Changes and revisions to
hold patterns after initial release of the numbered holes will
be maintained by design engineering.

Planning functions of manufacturing engineers will utilize
the hole numbers in preparing hole preparation data sheets. The
data sheet as shown in Figure 4.2.6-1 contain cutting toolp,
hole indexing systems, and tool kit requirements. This inZormation
is used to determine make, buy, or requisition from stock needs.

Tool planning and design paper uses the hole numbers to "
identify holes being drilled by special tools and kits.

Production assemblers and quality control engineers will
utilize the hole numbers in the installation, rework, and "buy-
off'' procedures.

The basic planes of tiie WCTS as identified by alphabetic
letters are as follows.

A - Lower Plate
B-Closure Rib
C - YF932 Bulkhead
D - XF84 Rib
E - XF992 Bulkhead
F - XF 3 9 Rib
G - XFO Rib
H - Upper Pivot Plate

.J - Upper Outboard Cover Panel
K - Upper Center Cover Panel

4.2.7 Make-or-Buy Decisions for Electron Beem Welding

All electron beam weldments were candidates for sub-contracting.
The four parts in this category were (1) X7223941 Drag Brace Fit-
ting, (2) X7224091 YF9 32 Bulkhead, (3) X7224071 YF992 Bulkhead,
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,.15

HOLE PREPARACION

FASTENER WASHER HEAD

HOLE NO. NUMBER ON HEAD LO- MTL INSTALL "H" DIM.

LH RH AND SIZE GRIP GP. SIDE MATERIAL CATE TA PER MAX. MIN

875El E2 X7223999-6 10 TI-NI-NI N .50 X7223993-6 .330 .18
P511-10

E3 E4 10 TI-NI .NI .50

E5 E6 8 TI-NI .38

E7 E8II 81755/N 3 X7299- 33 .8

E9 ElO X7223999-6 8 1 P511-10 N .3 X7223993-6 330 .18

Ell El' X7223985-6 8 1 N .45 X7223983-6 --

E13 E14 X7223985-6 8 1 N .45 X7223983-6 --

E E16 X7223999-6 9 1 755/ .45 X7223993-6 .330 .18

~~ o P511-10N 4

1~0 El5* E18 X7223999-6 9 -81755/
E17 E8 X7223999-6 911-10 N .45 X7223993-6 .330 .18

E19 E20 X7223985-6 8 1 N .45 X72239836 --

E21 E22

E23 E24

E25 E26 X7223985-6 8 1 N .45 X7223983-6 --

E27 E28 X7223999-6 8 81755/ N .38 X7223993-6 .330 .18E27 E8 X723999- 8 i P511-10 
!

E29 E30 I
81755/

-E1E32 X- 8P511-10 TI-Ni N .38 X7223993-6 .330 .1i

*DRILL FROM OUTSIDE OF BOX

I-!

A1
4{
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PARATION DATA SHEET

STANDARD BOLT FIRST REPAIR SECOND REPAIR
"'H" DIM. ip" DIM. DRILL REAM COBALT CARBIDE COBALT CARBIDE COBALT CARBIDE

PX. MIN. MAX. MIN. SIZE SIZE REAMER REAMER REAMER REAMER REAMER REAMER

CJ2080 CJ825 TPRHS CJ825 TPRHS CJ825
-1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4
.3837 .3857 .3993 .4013 .4149 .4169

330 .186 .259 .115 CJ2080 CJ825 TPRHS CJ825 TPRHS CJ825

-1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4

.3837 .3857 .3993 .4013 .4149 .4169

CJ2074 CJ825 CJ2074 CJ825 CJ2074 CJ825.259 .115 -1-6 -3/8-1-2 -2-6 -3/8-1-2 -3-6 -3/8-3-4

-- .259 .115 CJ2074 CJ825 CJ2074 CJ825 CJ2074 CJ825
-1-6 -3/8-1-2 -2-6 -3/8-1-2 -3-6 -3/8-3-4

CJ2080 CJ825 TPRHS CJ825 TPRHS CJ825
330 .186 .259 .115 -1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4

.3837 .3857 .3993 .4013 .4149 .4169

CJ2080 CJ825 TPRHS CJ825 TPRHS CJ825
330 .186 .259 .115 -1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4

259 .115 CJ2074 CJ825 CJ2074 CJ825 CJ2074 CJ825

-1-6 -3/8-1-2 -2-6 -3/8-1. -3-6 -3/8-3-4

C..074 CJ825 CJ2074 CJ825 CJ2074 CJ825.259 .115 -1-6 -3/8-1-2 -2-6 -3/8-1-2 -3-6 -3/8-3-4
CJ2080 CJ825 TPRHS CJ825 TPRHS CJ825

330 .186 .259 •115 -1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4 ,

.3837 .3857 .3993 .4013 .4149 .4169

CJ2080 CJ825 TPRHS CJE25 TPRHS CJ825
330 .186 .259 .115 .3594 -1-6 -3/8-1-2 -7 -3/8-1-2 -7 -3/8-3-4 ;

BOX Figure 4.2.6-1 HOLE PREPARATION DATA SHEET
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and (4) X7223920 MLG Side Brace Fitting.

Production schedule dictated early requirements for the X722
3941 Drag Brace Fitting. The material being 6AI-4V titanium alloy
presented no major research and development problems. Size of
the part was outside the limits of in-house electron beam welding
equipment. An early decision was made to sub contract the two
units (left and right hands) and the contract was negotiated with
Murdock Machine and Engineering Company, Irving, Texas.

The X7224091 and X7224071 bulkheads are weldments of 10 Nickel
steel. Weldability of this materialwas not well known. Welding
evaluationo and developments were conducted in-house earlier in
this program for both GTA and EB welding. After exploring out-
side capabilities, it was decided to utilize development data
and make all weldments in house for the one test unit. A design
change was made on the X7224091-7/8 and X7224071-7/8 (web to
lower cap) assemblies changing the weld process from EB to GTA.
The decision was based on the need for only one weldment of each
dash number and weld tooling for the upper GTA weld could be
adaptable to the lower weldment without added tooling cost.

The EB welding task for joining two sedtions of fhe upper
tee caps of the bulkheads presented several problems for in-house
nroduction. The existing EB chamber would not accommodate this
size part. Development of weld parameters for the 1.80 inch thick
tee section had not been completely tested for reliability due to
shortage of material dbring the development phases. The decision
was made to rework the EB welding chamber by adding extensions
on each chamber door to increase the maximum length to approxi-
mately 100 inches. Additional funds were authorized, test material
was obtained, and testing was conducted to a satisfactory level
to proceed with production welding.

It should be pointed out at this time that EB welding would
not be considered for the tee cap joint in a production contract
of 40 or more units. A conventional forging is considered more
economical since 4 forgings per aircraft would be required for the
4 bulkhead rails. Forgings would be for full rail lengths
thereby eliminating the weld joint. Additional savings in
machining would be obtained from forgings.

A decision is pending, favoring a sub contract for EB welding
the 6AI-4V titanium MLG Side Brace Fitting. The fitting is
scheduled for installation in station 5 which allows significant
lead time for fabrication.
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4. 3 SIMULATED FJUSELAGE TOOL PLANNING AND DESIGN

The manufacturing plan and schedules for the 4CTS included
rfabrication of the forward and aft sections of the simulated

fuselage and the coordination tools required for mating the three
major sections. Figure 4.3-1 shows breakout of simulated
fuselage components and the simulated WCTS. The simulated WCTS
was considered to be a coordinating gage and was assigned a
nomenclature of tool accessory (TOAC). The basic function of the
TOAC is to coordinate fore and aft longeron attachments. It
also-simulates the wing pivot pin locations.

Standard prototype planning was issued for all details and

assemblies of the simulated fuselage sections. Details were made
without benefit of special tools. Temporary form blocks were
used to form the frame details in the forward section. Ansembly
of the fuselage sections will be made by positioning the longerons
to the TOAC and the respective forward or aft bulkhead which is
to be tool located in relation to the TOAC.

4.4 TOOL FABRICATION

As previously stated a minimum tooling concept was adopted
for this program. The major tools nec-sary to coordinate,
assemble, weld and bond are described below.

I
4.4.1 X7224000 Tool Accessory (TOAC)

This tool is described in Section 4.3 as the tooling gage

between the test article and the fuselage sections.

i
4.4.2 X7224000 Coordinating Fixture (COFX)

This fixture establishes the longeron locations at YF850
and YF1050 stations for mating with the forward and aft test
structure. See Figure 4.4.2-1.

4.4.3 X7224170 Drill Fixture (DRFX)

The lower plate is positioned vertically in this fixture
for ease in drilling and installing taper-lok fasteners in a
horizontal position with access to both sides of the plate. The
DRFX structure is shown in Figure 4.4.3-1. All assembly work for
planning station I will be done in this fixture.
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4.4.4 X7224000 Coordinating Jig (COJI)

All installations for planning station 2 through 5 will be
performed in this COJ!. The lower plate assembly from station I
acts as a base for the tool. All bulkheads and ribs locate to
this lower plate. This tool locates the upper plates and lugs
in relation to the pivot pin. Bushings in both upper and lower
lugs will be undersize during assembly. The completed WCTS will
be removed from the COJI and carried to the Gray boring mill for
final sizing and line boring. Figure 4.4.4-1 shows proposed method
to face and line bore bushings in upper and lower lugs. Figure
4.4.4-2 shows the COJI in fabrication with the TOAC being used to
coordinate simulated fuselage interfaces.

4.4.5 X7224091 Bulkhead Cap Weld Fixture (WLFX)

Electron Beam Weld

One fixture was made to prefit and hold the four upper cap

bulkhead segments for welding. These are the left-hand and right-
hand assemblies for the forward and aft bulkheads. Figure 4.4.5-1
shows the fixture with part loaded.

4.4.6 X7224091 Bulkhead Weld Fixture (WLFX)
GTA Welding

A total of eight welds are made in this fixture. There are
two welds approximately 60 inches long on each left-hand and right-
hand segment of the two bulkheads. Weld thickness is .65 inch.
Figure 4.4.6-1 shows the WLFX with bulkhead in welding position.

4.4.7 MLG Drag Brace Fitting
Electron Beam Weld Fixture

This fixture was made for both left-hand and right-hand
parts and for use in the electron beam welding chamber at Murdock
Machine and Engineering Company in Irving Texas. Design and
fabrication of the tool was coordinated with the sub contractor.
Figure 4.4.7-1 shows the cnmpleted tool with parts fitted in the
tool prior to shipment to the sub contractor.

4.4.8 Adhesive Bonding Tools - Bondforms (BNFM)

A total of ten parts will require BNFMs. All tools will be
built on flat aluminum bases. A typical BNFM is one of 6061
aluminum as shown in Figure 4.4.8-1.
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GRAY 8O X10UPPER LUG . TOAC SUBASSY 102

GRAY BORING M ILL -61Brl

Xrn4l ASSY rgOOING BALLelING ALL 2 69FT0-9BUSHING
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qSPINDLE BUSH--

, ~ ~ ~ ~ ~ ~ .,, ,. 6FTC'-BUSHING

TOOLING BALL, -#

E~r'.22 X7M2I7D LOWER LUG
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Xnm21B TOAC T17341INSTRUCTION SHUET-XT"MO0 ASSY/

NCIDACTU ThTCI"mNB CF 172200I FIR9 2.2l & 141)0 LOWVI
LUGS (3.400).

INSTALL S/A 101 &-I1 AS SHOWN AND MCNC ACTUALDIM. (M.1371 K-

NORTH TW1N TOOLING SAUS.
RELOCATE S/A 101 TO '119t SIDE OF LOWER LUG.

POSITION 10040 ASlY ON GLAY oSING MILL WITH rD SIDE DOWN Ao
LOER SJFACIE W151 AS SHOWN. ROTATE I. W40 AD TILT 0 21 4
UNTIL TOOLING SAIL*) AND 02 ARE IN ALIMEWNT WITH MILL SFINDUE IS/A
101 WILL KI ON AND OFF SEVEAL TWAS TO ACCOWLISH THIS).

WITH /A 101 ON 1UF SIDE OF LOWEl LUG, FACE M6S4FIS-7 PUSHING TO

2.10I DIM. (AOJDS CUT TO AG WITH LUO TKXOS DEVTION).

OV1E /A 101 AND INDICATE TOOLING @LL 2. FACE 4021T094 USHING

1.63 0/ DIM. (ADJUST CUT TO AGR WITH 30.137 DIM. DIVIATIL).

POSITION V/A SW ON LOWER SLWAC OF LIVNS LUG TO CHI 1.650 9/9 DIM,

View A-A ADJUS FCK* 11 LUG THKNESS AND 30.17 DIM. DEVIATIONS.

REMOVE S/A 1M0 AND MRE ISIUSING ID'S ME 0/.

,IVOTION 120* ASSY FORT opO EDO AND 1AM P MIV , OCEDIS.

Oct. III

GRAY BOR INC M ILL

Figure 4.4.4-1 LINE BORE WING PIVOT LUGS
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Figure 4.4.4-2 WING CARRY THROUGH STRUCTURE ASSEMBLY
FIXTURE STRUCTURE AND DUMMY WCTS
COORDINATING TOOL
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Figure 4.4.5-1 ELECTRON BEAM WELD FIXTURE AND
UPPER CAPS

Figure 4.4.6-1 GTA WELDING FIXTURE WITH BULKHEAD
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Figure 4.4.7-1 DRAG BRACE FITTING WELDING TOOL WITH
DETAILS LOADED

Figure 4.4.8-I BOND FORM TOOLING FOR X7224172
LOWER PLATE BONDED PANEL, OUTBOARD
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4.4.9 Numerical Controlled (N/C) Tapes

A total of 16 production N/C tapes were programmed for
complex high-dollar parts. The parts are as follows:

1. X7223901 Wing Sweep Actuator Fitting
2. X7223930 X .72 Trunnion Fitting
3. X7223931 XF95.5 Trunnion Fitting
4. X7224011 Upper Plate Lug
5. X7224031 Outboard Closure Rib, Web
6. X7224061 YF992 Bulkhead Web, Inbd.
7. X7224070 YF992 Bulkhead, Welded Assembly
8. X7224083 YF932 Bulkhead Web, Inboard
9. X7224090 YF932 Bulkhead, Welded Assembly

10. X7224114 Beam, q Rib
11. X7224131 XF84 Rib
12. X7224172 Lower Plate, Bonded Panel, Outboard
13. X7224173 Lower Plate, Bonded Panel, Center
14. X7224174 Lower Beam XF95
15. X7224175 Lower Plate and Pivot Lug
16. X7224176 Lower Pivot Lug Reinforcement

The completed N/C tapes are being run in a simulated part of
aluminum material as a method of checking their accuracy. The
check-out of a bulkhead tape is shown in Figure 4.4.9-1.

4.5 PLANNING OF MATERIAL ALLOCATION PLANS (MAPS)

A unique material allocation plan (MAP) was installed
during the design phases of this program. It was necessary to
select and order raw materials for the program during Phase II
because of eight months lead time. The MAP procedure was initiated
whereby engineering designers were assigned a piece of material at
the design level for fabrication. Scale drawings were made of each
plate or sheet ordered for the program. These drawings became
MAPs and as engineering drawings were assigned detail part numbers
the size of the stock required to make each part, right and left
hand, was drawn to scale and numbered on the appropriate MAP
drawing. A typical MAP drawing is shown as Figure 4.5-1.

In addition to control of allocations of material the MAP
provided other benefits. It provides the following basic infor-
mation.

4-55



4-56



or rrwooI.n~rf.t.K'0 4W'V~WU3T$A

-~~~~~ ~~~~~~~~~~ it-=------.-..------------..-.------,--.-.-.--

-0 ~

2~

1 4

R~

LL

N V-41

1 14

ff4o'

, A-

g 0

4-5-



C44

x

4 04

oil I

130

44
Ij IL !

41,

4-58



1. A coded serial number for each piece of material
used to make a part. The number was used to
establish traceability of a detail part.

2. The source of material, heat number, and in-house
material request number for each sheet, plate, or
box of special material allocated for this program.

3. The space allowed between each part stock size
for separation cuts and the subsequent edge
finishing operations on the part stock.

4. Allowances for edge clean-up on stock as

received from the supplier. JU

Manufacturing engineering planners issued planning sheets
to manufacturing departments to establish surface preparation,
layout of cuts, identification (marking) of detail stock sizes,
method of cutting the basic sheet, plate, or bar stok, and sequence
of inspection for each piece of "as-received" stock. An example
of this planning is shown as Figure 4.5-2.

Where multiple pieces are being cut from the basic stock,
planning sheets are issued for each piece under the coded piece
number. This planning will specify inspection sequence, material
removal method, excess to be removed, heat treat as required, and
other operations essential to make the basic stock acceptable for
the next fabrication operation. Typical planning for a detail
piece of stock is shown as Figure 4.5-3.

In fabrication the detail MAP number part is machined per
planning to clean up the heat affected zones and any other surface
finish or thickness requirements. After final inspection, it
is stocked under the MAP detail part number and requisitioned out
under the same number as raw stock to make the intended aircraft
part.
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SECTION 5

FACTORY PROGRESS

Manufacturing of detail parts began innediately in Phase III
since large quantities of material were available. Fabrication
was in accordance with production schedules shown in Section 4.0.

5.1 FABRICATION OF WCTS

The major items to be fabricated for Station I were the
lower plate, reinforcing lugs, drag brace fittings, longeron
fittings, and bonded panels. Other long lead items including
YF932 and YF992 bulkheads were started immediately on receipt of
10 nickel steel material.

5.1.1 Lower Plate Assembly

Material for the lower plate, and reinforcing lugs arrived
March 15, 1974, and priority was established for flame cutting
the 1.9-inch-thick 10 nickel steel. The plate size was 84 inches
wide by 323 inches long. The plate was flame cut per MAP No.
C-1-3 shown in Figure 5.1.1-1.

Special tracing templates (MSLOs) were made from a NC layout
which established the flame cut perimeter lines 1.00 inch from ft
the finished.plate size. The template was painted white and the
special tracing table was painted black to establish maximum con-
trast for the electric eye tracer to follow. Figure 5.1.1-2
shows the set-up of table, template, and follower. Figure 5.1.1-3
shows the plate and cutting torch.

A general operating procedure was written as follows.

Operation Sequence Lower Plate Flame Cutting

I. Preparation and Layout

A. Lay out longitudinal reference line on the plate
per MSLO X7224175. This reference line is drawn between 0
the centers of the pivot lug holes on each end of the
plate.
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B. Lay out CL of plate at station XFO.O0.

C. Locate MSLO X7224175 on the lower plate using XFO.O0 and
the longitudinal reference line. Prick punch points
representing the pivot lug hole center and four points
representing the hole center of X7224176 lug reinforcing
plates. Draw soapstone line around the periphery of the
lower plate from XFO.00 to the outboard edge using edge
of MSLO X7224175 as guide. Remove MSLO X7224175.

D. Locate MSLO X7224176 (part I and part 2) on the plate
using longitudinal reference line and coordination points
(corresponding to the center of the hole in the lug
reinforcement plates). Make soapstone line to edge of
MSLO to denote periphery of cutouts.

E. Relocate MSLO X7224175 on opposite end of plate using
XFO.00 and. longitudinal reference lines.

F. Perform operations as described in paragraph I.C. and I.D.
(provide layout for opposite end of plate).

G. Drill .50 diameter holes (10) using the Bux-Magnetic
drill unit. See MAP-I-3 for approximate locations of
these start and stop holes. A
1. One starter hole will be required in each of the

four cutouts. These holes will be located adjacent
to the tooling tie bars to minimize potential flame-
out damage.

2. Six starter holes will be required on the outside
periphery of the plate. A starter hole will be
located on the forward and aft side at each of the
following locations:

a. CL tie bar at station 38.86 (2 places)

b. XF0.00

II. Flame Cutting

A. Locate plate on cutting table and MSLO X7224175 on guide
table. Support portion of plate protruding on the south
side oi the cutting table (overhanging part of plate).

B. Align MSLO and plate using longitudinal reference lines
to insure parallelism and location.
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C. Make test run with cutting head off to check flame path
with the soapstone lines.

D. Flame cut area from Station XF 38.86 to outboard edge
of lower plate.

E. Locate MSLO X7224176 part 1 to MSLO X7224175 using
longitudinal reference line and two coordination points.

F. Make test run to insure that torch follows soapstone
mark denoting CL cut of internal cutout. Flame cut
using starter hole.

G. Relocate plate on cutting table so that area between
XF38.860L, and XF38.86Ris on table. Remove MSLO
X7224176 part 1 and realign MSLO X7224175.

H. Make test run to insure that torch follows soapstone
marks. Flame cut from starter hcle at XF 38.86 to XF
0.00 (forward and aft sides).

I. Locate and align MSLO X7224176 part 2 on MSLO X7224175
using longitudinal reference line and two coordination
points. Make test run with torch off to insure cutting
to soapstone line for cutout between tie bar at XF 38.86
and XF 0.00. Flame cut cutout.

J. Remove MSLO X7224176, reverse MSLO X7224175 and realign
with plate.

K. Make test run for flame cutting from starter hole at
XF 0.00 to starter hole at XF 38.86 (forward and aft
sides). Flame cut using MSLO as guide.

L. Locate and align MSLO X7224176 part 2 on MSLO X7224175
as described in paragraph II.I. Make test run and flame
cut cutout located between XF 0.00 and XF 38.86.

M. Relocate plate so that area between XF 38.86 and out-
board edge is in the torch cutting area. Support end
protruding from north end of cutting table. Realign
MSLO X7224175 with the plate and make test run. Flame
cut from starter hole at XF 38.86 to outboard end of
lower plate.

N. Locate MSLO X7224176 part 1 on MSLO X7224175 using
longitudinal reference line and two coordination points.
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Make test run to insure that torch fOllows soapstone
line. Flame cut the cutout in plate outboard of
XF 38.86.

0. Remove plate from table and forward MAP-1-3-1 to next
planning operation.

P. Trim MSLO X7224176 part 1 to CL flame cut line for
MAP-1-3-2 and MAP-l-3-4.

Q. Flame cut.

R. Trim VR)hC 'F722".176 part 2 to CL flame cut line for
MAP-. --- aid '4AP-I-3-5.

S. FIt L, : ut.

The flame cutting operations were accomplished without in-
cident. Figure 5.1.1-4 shows the plate after successful comple-
tion of flame cutting operation. The actual flame cutting
operations consumed approximately two working days. The overall
time from receipt of stock to delivery of the plate to the NC
machine was nine working days.

Maximum warpage of the cutout plate was established at
approximately .25-inch when the plate was placed on the NC machine
bed. This maximum distortion occurred at one end only. The
decision was made against a straightening operation in favor of
a series of light cuts on opposite sides of the plate. Cause
of the warpage was not determined.

The first machining operations of .150-inch maximum cut
cleaned up approximately 80 percent of the surface. The second

4side was machined likewise. The plate was again turned to
original side and successive passes on each side brought the
plate to within tolerance on thickness. Figure 5.1.1-5 shows the
plate and machine in the process of being machined to thickness.

Machining and drilling of the lower plate was completed
on schedule. Figure 5.1.1-6 shows the plate after all machining
and during final dimensional inspection.

Figure 5.1.1-7 shows the X7224176 reinforcing lugs in un-
finished condition. After machining the lugs were pilot drilled
to match the pattern in the plate. Set up bolts were used to hold

4 upper and lower reinforcing lugs in relation to the plate while I
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Figure 5.1.1-5 LOWER PLATE BEING MACHINED TO
THICKNESS

AI

Figure 5.1.1-6 DIMENSIONAL INSPECTION OF LOWER
PLATE
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holes for taper-lok bolts were enlarged to taper ream size. The

details are currently in final drilling and finishing status.

5.1,2 X7224173 Panel,' Lower Plate - Center

This adhesive bonded panel is made of 6AI-4V beta annealed
titanium skins and aluminum core. Figure 5.1.2-1 shows the panel
immediately after bonding.

5.1.3 X7224181 Beam, MLG Drag Brace Support

The drag brace support shown in Figure 5.1.3-1 is a machined
6AI-4V beta annealed titanium fitting.

5.1.4 X7224071 and X7224091 Welded Bulkhead
Segments of 10 Nickel Steel

These segments are made from four 10 nickel steel details
mechined from plate stock. Details were flame cut from plate
stock. Two details were used to make the upper "T" cap. The
"T" caps were electron beam and GTA welded in house as explained
in Sections 4.1.5 and 4.2.7. Figure 5.1.4-1 shows the EB welded
assembly.

The under side or lower surface of this EB weld required
repairs by GTA. The combination of weldE worked very good. Class
1 inspection was made which included X-ray and ultrasonic inspec-
tions.

The lower cap and web were GTA welded in house as described
in Sections4.1.6and4.2.7. These welds received Class 1 inspection.
Some minor repairs were made by GTA. Figure 5.1.4-2 shows the
lower web and cap assembly.

Excess material was left at the upper weld line of the web.
The web was trimmed and grooved for welding to match the ujier
cap weldment. Figure 5.1.4-3 shows the completed welded segment.
The upper and lower weldments were made by GTA.

The completed welded segment was furnace aged at 950°F for
eight hours as a post weld heat treatment. A minimum of .200-inch
excess material was left on all surfaces for finish machining.
The segment was programmed for NC machining. Tooling tabs were
added in the web area for coordinating machining of both sides of
the web and the upper and lower caps. Figure 5.1.4-4 shows the
segment in its holding fixture on the NC macbine.
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Figure 5.1.2-1 BONDED PANEL, LOWER PLATE CENTER

Figure 5.1.3-1 YF947 BEAM, MLG DRAG BRACE SUPPORT
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Figure 5.1.4-1 ELECTRON BEAM WELDED TEE CAP

Figure 5.1.4-2 LOWER CAP AND WEB GTA WELDED ASSEMBLY
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Figure 5.1.4-4 NUMERICAL CONTROL MACHINING OF 10 NICKEL
BULKHEAD SEGMENT
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5.1.5 WCTS Assembly Area

Figure *..S1.I shows the areas designated for assembly of
the WCTS. In the''oreground is the Station 1 lower plate assembly
fixture. The Station 2 thru 5 assembly fixture is shown in the
background. Utilities are installed in the area and work plat-
forms are fabricated.

5.2 FABRICATION OF FORWARD AND AFT
SIMULATED FUSELAGE SECTIONS

Details and assemblies for the simulated fuselage structures
are substantially complete.

5.2.1 Forward Simulated Fuselage

All frames for the forward fuselage were subassembled and

ilot holes drilled for the attach skin fastener pattern. Figure
5.2.1-1 shows the general assembly area where the frames and
longerons of the forward section were assembled. Longerons
were mated to the dummy WCTS tool. The tool doubled as a
coordinating tool for the WCTS assembly tool.

5.2.2 Aft Simulated Fuselage Section

All details for this section are complete. Longeron beam
assemblies are planned.

Figure 5.2.2-1 shows the upper centerline longeron beam

assembly 603FTB202.

Figure 5.2.2-2 shows the 603FTB204 longeron shelf assembly.

Figure 5.2.2-3 shows the aft bulkhead assembly at Station

YF 05 0 .
A

Major subassemblies of the aft simulated fuselage will be
assembled to the dummy WCTS prior to assembly with the aft upper
test fixture.
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Figure 5.2.2-1 UPPER CENTERLINE LONGERON BEAM ASSEMBLY
AFT SIMULATED FUSELAGE ASSEMBLY

Figure 5.2.2-2 LONGERON SHELF ASSEMBLY 603FTB204
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wing carrythrough structure after incorporation of the updated loads data. This effort has been
completed and was succssful.

Delivery of material for manufacture of the wing carrythrough structure is complete except for A
the 10 Ni steel for the upper lugs. This materitl is expeceet in July 1974.

Manufacturing proce.t.es successfully completed include flame cutting of thick plates of 10 Wi
steel and beta annealed 6AI-4V titanium, Electron Beam (EB) welding of both of tnese materials, Gas
Tungsten Arc (GI'A) iql.ing o 1i0 Ni steel, machining of 10 N steel and 6A1-4V titanium and bond-
ing of titanix'., sane-iich panels. Most tooling for detail parts is complete and the assembly
fixtures are compl!te.

Assembly cf thu simulated fuselage structure has been started and is scheduled for completion in
July 1974. All of the test fixture will be completed by December 1974.

Additional materials and component testing has been approved as an addition to the original
contrarc. Plans for these tests have been made and some tests are being conducted. All materials
and component testing authorized by the original contract has been completed. M
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